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The  JOVIAL  Automated  Verification  System  (J.AVS)  is  a tool  for  analyzing  source 
programs  written  in  the  J3  dialect  of  the  JOVIAL  language.  From  the  user's 
viewpoint,  JAVS  consists  of  a sequence  of  processing  steps  which  (1)  analyze 
his  JOVIAL  source  text,  (2)  guide  him  in  preparing  test  cases  for  his  code, 

(3)  analyze  the  results  of  tests  executed  by  his  code,  and  (4)  automatically 
document  his  code. 
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PREFACE 


The  purpose  of  this  guide  is  to  introduce  the  user  into  the  realm  of 
automated  testing.  Software  testing  supported  by  an  automated  verification 
system  requires  knowledge  of  two  inseparable  factors:  the  verification  tool 

and  the  testing  methodology  which  the  tool  supports.  The  information  concern- 
ing the  usage  of  JAVS  is  intentionally  limited  to  the  beginning  user.  The 
only  prerequisite  information  is  a knowledge  of  the  JOVIAL  language.  The 
casual  user  should  have  good  success  in  analyzing  the  behavior  of  his  programs 
using  the  description  of  JAVS  capabilities  and  a few  commands  set  forth  in 
this  guide.  All  job  control  and  file  information  is  presented  in  appendixes, 
along  with  estimates  of  processing  time  and  core  requirements. 

The  testing  methodology  which  JAVS  supports  is  described  in  this  guide 
because  of  its  importance  to  JAVS  users  at  all  levels  of  expertise.  Although 
there  is  no  single  general  methodology  which  applies  to  all  testing  situations, 
there  are  a number  of  important  issues  that  even  the  beginning  verification 
X.  tool  user  should  recognize  in  order  to  make  the  testing  experience  successful. 

''Section  10  of  this  guide  focuses  on  software  preparation  for  JAVS-supported 
testing,  testing  goals,  resources  required,  and  testing  strategy. 

In  the  series  of  JAVS  reports,  this  guide  should  be  read  first.  The 
information  presented  should  enable  the  tester  to  become  a new  user  of  JAVS 
at  RADC.  Once  the  user  has  experienced  some  of  the  capabilities  that  JAVS 
offers,  the  JAVS  Reference  Manual  should  be  used  to  supply  the  complete 
details  of  JAVS  features  and  command  language. 

For  more  comnrehensive  treatment  of  software  testing  methodology  not 
restricted  solely  to  JAVS-supported  testing,  the  reader  is  referred  to  the 
Methodology  Report.  This  report  describes  experiences  with  using  current 
Automated  Verification  Systems,  approaches  to  software  quality,  and  advanced 
AVS  capabilities. 


LIST  OF  JAVS  REPORTS 


• JAVS  Technical  Report;  Vol.  1,  User's  Guide.  This  report  is  an  intro-  ' 

duction  to  using  JAVS  in  the  testing  process.  Its  primary  purpose  is  to  acquaint 

the  user  with  the  innate  potential  of  JAV'S  to  aid  in  the  program  testing  pro- 
cess so  that  an  efficient  approach  to  program  verification  can  be  undertaken. 

Only  the  basic  principles  by  which  JAVS  provides  this  assistance  are  discussed. 

These  give  the  user  a level  of  understanding  necessary  to  see  the  utility  of 
the  system.  The  material  on  JAVS  processing  in  the  report  is  presented  in  the 
order  normally  followed  by  the  beginning  JAVS  user.  Adequate  testing  can  be 
achieved  using  JAVS  macro  commands  and  the  job  streams  presented  in  this  guide. 

The  Appendices  include  a summary  of  all  JAVS  commands  and  a description  of  JAVS 
operation  at  RADC  with  both  sample  command  sets  and  sample  job  control  state- 
ments. 

• JAVS  Technical  Report;  Vol.  2,  Reference  Manual.  This  report  describes 

in  detail  JAVS  processing  and  each  of  the  JAVS  commands.  The  Reference  Manual 
is  intended  to  be  used  along  with  the  User's  Guide  which  contains  the  machine- 
dependent  information  such  as  job  control  cards  and  file  allocation.  Through- 
out the  Reference  Manual,  modules  from  a sample  JOVIAL  program  are  used  in 
the  examples.  Each  JAVS  command  is  explained  in  detail,  and  a sample  of  each 
report  produced  by  JAVS  is  included  with  the  appropriate  command.  The  report 
is  organized  into  two  major  parts:  one  describing  the  JAVS  system  and  the 

other  containing  the  description  of  each  JAVS  command  in  alphabetical  order. 

The  Appendices  include  a complete  listing  of  all  error  messages  directly 
produced  by  JAVS  processing. 

• JAVS  Technical  Report:  Vol.  3,  Methodology  Report.  This  report  describes 

the  methodology  which  underlies  and  is  supported  by  JAVS.  The  methodology  is 
tailored  to  be  largely  independent  of  implementation  and  language.  The  dis- 
cussion in  the  text  is  intended  to  be  intuitive  and  demonstrative.  Some 

of  the  methodology  is  based  upon  the  experience  of  using  JAVS  to  test  a large 
information  management  system.  A long-term  growth  path  for  automated  verifi- 
cation systems  that  supports  the  methodology  is  described. 

• JAVS  Computer  Program  Documentation;  Vol.  1,  System  Design  and  Implemen- 
tation . This  report  contains  a description  of  JAVS  software  design,  the  organi- 
zation and  contents  of  the  JAVS  data  base,  and  a description  of  the  software 
for  each  JAVS  component;  its  function,  each  of  the  modules  in  the  component, 
and  the  global  data  structures  used  by  the  component.  The  report  is  intended 

primarily  as  an  informal  reference  for  use  in  JAVS  software  maintenance  as  a i 

companion  to  the  Software  Analysis  reports  described  below.  Included  in  the  ; 

appendices  are  the  templates  for  probe  code  Inserted  oy  instrumentation  pro-  i 

cessing  for  both  structural  and  directive  instrumentation  and  an  alphabetical  j 

list  of  all  modules  in  the  system  (including  system  routines)  with  the  formal  ' 

parameters  and  data  type  of  each  parameter. 

• JAVS  Computer  Program  Documentation:  Vol.  2,  Software  Analysis.  This 
volume  is  a collection  of  computer  output  produced  by  JAVS  standard  processing 
steps.  The  source  for  each  component  of  the  JAVS  software  has  been  analyzed 
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to  produce  enhanced  source  listings  of  JAVS  with  indentation  and  control  struc- 
ture identification,  inter-module  dependence,  all  module  invocations  with  formal 
and  actual  parameters,  module  control  structure,  a cross  reference  of  s>'mboi 
usage,  tree  report  for  each  leading  module,  and  report  showing  size  of  each 
component.  It  is  intended  to  be  used  with  the  System  Design  and  Implementation 
Manual  for  JAVS  software  maintenance.  The  Software  Analysis  reports,  on  file 
at  RADC,  are  an  excellent  example  of  the  use  of  JAVS  for  computer  software* 
documentation . 

• JAVS  Preprocessor  for  JOVIAL.  This  report,  prepared  for  GRC  by  its  sub- 
contractor, System  Development  Corporation  (SDC) , describes  the  software  for 
the  JAVS-2  component:  its  origin  as  the  GENl  part  of  the  SAM-D  ED  Compiler, 
the  modifications  made  in  GENl  to  adapt  the  code  for  JAVS-2,  the  JAVS-2  code 
modules,  and  the  data  structures.  It  contains  excerpts  of  other  SDC  reports 
on  the  SAM-D  ED  JOVIAL  Compiler  System.  The  report  reflects  the  status  of  the 
software  for  JAVS-2  as  delivered  by  SDC  to  GRC  in  September  1974.  The  de- 
scription of  JAVS-2  software  contained  in  the  System  Design  and  Integration 
report  reflects  the  status  of  JAVS-2  as  delivered  to  RADC  by  GRC  in  September 
1975  and  thereby  supercedes  the  SDC  report. 

• JAVS  Final  Report.  The  final  report  for  the  project  describes  the  im- 
plementation and  application  of  a methodology  fcr  systematically  and  comprehen- 
sively testing  computing  software.  The  methodology  utilizes  the  structure  of 
the  software  undergoing  test  as  the  basis  for  anlaysis  by  an  automated  verifi- 
cation system  (AVS) . The  report  also  evaluates  JAVS  as  a tool  for  software 
development  and  testing. 
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EVALUATION 

The  purpose  of  this  effort,  identified  in  TPO  Vlh.2,  was  to  enhance 
the  JOVIAL  Automated  Verification  System  (JAVS)  and  to  implement  a 
systematic  software  testing  program  using  the  JAVS  to  assist  in  the 
testing  process.  Developed  to  aid  in  the  testing  and  verification  of 
JOVIAL  J3  programs,  it  provides  the  ability  to  increase  the  practical 
reliability  of  software  by  increasing  the  achieved  level  of  testing. 

As  a result  of  this  effort,  the  JAVS  was  successfully  enhanced  and 
tuned  for  operational  use.  Included  in  its  excellent  supporting  documenta- 
tion is  a refined  methodology  for  testing  large,  complex  software  systems. 

/ U.C4., 

FRANK  S.  LA  MONICA 
Project  Engineer 
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JAVS  was  developed  as  a tool  to  aid  JOVIAL  software  developers  and 
testers  determine  the  extent  to  which  their  programs  have  been  tested  and  to 
assist  in  deriving  additional  test  cases  to  verify  the  software.  Up  to  now, 
testing  has  been  without  an  orderly  approach  and  without  accurate  means  to 
determine  exactly  what  portions  of  code  have  been  exercised.  JAVS  provides  a 
testing  approach  and  an  automated  tool  for  measuring  the  effectiveness  of 
test  data  in  terms  of  program  structure. 

1.1  USER'S  GUIDE  ORGANIZATION 

Section  1 of  this  guide  introduces  JAVS  in  the  validation  of  JOVIAL  soft- 
ware. The  overview  description  includes  JA.VS  capabilities  and  limitations  in 
order  to  provide  an  assessment  of  what  tasks  are  automated  and  what  tasks  the 
software  tester  must  undertake  using  JAVS  reports  as  a guide.  Section  1 also 
contains  a description  of  JAVS’s  organization  in  terms  of  the  tasks  it  performs 
and  the  accomplishment  of  the  tasks  through  user  commands. 

Section  2 describes  the  utilization  of  JAVS:  what  preliminary  steps  need 

to  be  taken  and  how  to  use  the  command  language.  Sections  3 through  8 describe 
more  specifically  the  processing  steps  taken  in  a typical  validation  effort. 

Section  9 summarizes  the  commands,  and  Section  10  describes  a testing  strategy. 

At  this  point  the  reader  can  become  a JAVS  user  and  consider  a test  plan  for 

his  particular  software.  The  appendixes  will  be  needed  to  operate  JAVS  at 

RADC.  Appendix  A contains  a summary  of  all  JAVS  commands;  Appendix  B contains 

the  expansion  of  the  macro  commands;  Appendix  C describes  the  files  used  by 

JAVS  command  sets;  Appendix  E contains  estimations  of  processing  time  and  file  i 

size  requirements,  Appendix  F contains  the  JAVS  installation  requirements  for 

RADC. 

1.2  JAVS  CAPABILITIES 

Before  proceeding,  it  should  be  made  clear  what  JAVS  can  and  cannot  do. 

As  a testing  tool,  JAVS  provides  trace  and  coverage  reports  showing  program 
behavior  during  a test.  Tracing  can  be  performed,  at  user  option,  to  show 
module  invocations  and  returns  or  to  show  which  outcome  was  taken  for  each 
conditional  operation  in  the  program.  In  addition,  the  user  can  trace  "impor- 
tant" events,  such  as  overlay  link  loading,  by  invoking  one  of  the  JAVS  data 
collection  routines.  Test  performance  coverage  reports  showing  statements  i 

and/or  decision  outways  can  be  obtained  on  a per-module,  per-test-case,  and 
per-test-run  basis.  These  reports  allow  the  user  to  focus  on  untested  modules, 
program  paths,  and  statements. 

If  the  testing  target  is  determined  to  be  a set  of  modules  which  received 
little  or  no  coverage  during  the  test  execution,  JAVS  reports  can  be  obtained 
to  list  all  invocations  (and  the  statement  numbers  of  the  calls)  to  the  modules 
and  to  show  the  nodules'  interactions  with  the  rest  of  the  system  in  terms  of 
calling  trees  and  interaction  matrices.  If  the  testing  target  is  a segment  of 
code  within  a module,  the  user  can  request  a JAVS  report  showing  the  statements 
that  lead  up  to  the  target.  Armed  with  this  "reaching  set"  report,. the  user 
can  spot  key  variables  whose  values  affect  the  flow  through  the  program  paths 
and  locate  all  Instances  of  the  variables  in  the  system-wide  cross  reference. 
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Retesting  may  necessitate  code  changes  in  some  of  the  modules  in  the 
system  to  remove  dead  code  or  coding  errors  found  during  the  test  analysis. 

To  facilitate  determining  all  modules  in  the  system  which  could  be  affected 
by  the  code  changes,  a JAVS  report  will  show  the  interaction  between  the 
selected  set  of  modules  and  the  rest  of  the  system. 

JAVS  uses  a data  base  to  store  information  about  the  test  program.  The 
availability  and  management  of  this  information  form  the  basis  for  a variety 
of  services  in  addition  to  the  primary  task  of  testing  assistance.  Computer 
program  documentation,  debugging  through  JAVS  computation  directives,  and 
reports  useful  for  code  optimization  are  the  major  side  benefits  of  JAVS. 

Computer  documentation  requirements  for  the  Air  Force  typically  specify 
flow  charts  and  lists  of  program  variables  and  constants.  In  the  JAVS  develop- 
ment and  implementation  contracts  these  requirements  were  replaced  by  specifying 
certain  JAVS  reports,  i.e.  self-documentation.  It  was  found  that  the  module 
listings  (enhanced  by  indentation  and  identification  of  decision  points), 
module  control  flow  pictures,  module  invocation  reports  (showing  formal  and 
actual  parameter  lists),  module  interdependence  reports,  and  a cross-reference 
report  for  each  JAVS  component  are  more  meaningful  documentation  and  are 
generated  automatically  by  JAVS. 

Software  development  can  be  assisted  by  using  JAVS  to  document  and  test 
the  system  as  it  is  built.  To  aid  in  data  flow  analysis  and  checking  of 
array  sizes  and  variable  execution  values,  JAVS  offers  computation  directives. 
The  directives  are  a special  form  of  JOVIAL  comment,  recognized  by  JAVS  and 
expanded  into  executable  code  (using  the  JOVIAL  monitor  statement)  during  the 
instrumentation  phase.  The  user  can  check  logic  expressions  with  an  ASSERT 
directive,  check  boundaries  of  selected  variables  with  an  EXPECT  directive,  and 
turn  on  and  off  the  standard  monitor  tracing  with  TRACE  and  OFFTRACE  directives. 
The  computation  directives  are  described  in  the  Reference  Manual. 

Code  optimization  is  aided  by  the  post-test  reports,  which  show  the  number 
of  times  each  statement  is  executed  and  the  execution  time  (in  C.P.  milli- 
seconds) spent  in  the  modules.  Modules  which  are  never  called  and  should  be 
removed  are  listed  in  another  JAVS  report. 

1.3  JAVS  LIMITATIONS 

Testing  coverage  results  indicate  what  parts  of  the  program  were  executed. 
It  is  up  to  the  user  to  determine  if  the  program's  output  is  reasonable.  One 
of  JAVS  post-test  analysis  reports  lists  the  execution  coverage  during  the  test 
run  in  terms  of  the  percentage  of  decision  outways  taken.  A decision  outway 
(decision-to-decision  path,  or  DD-path)  is  the  set  of  statements  executed  as 
the  result  of  the  evaluation  of  a predicate  (conditional  operation) . A good 
standard  for  the  testedness  of  a program  is  to  exercise  every  decision  outway 
at  least  once.  This  level  of  testing  is  more  rigorous  than  testing  every 
program  statement  at  least  once.  However,  it  should  be  emphasized  that  certain 
combinations  of  DD-paths  may  contain  errors  which  are  not  detected  in  merely 
executing  each  outway  one  time. 
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1.4  JAVS  ORGANIZATION 


JAVS  reads  the  user's  JOVIAL  program  as  data  and  performs  syntax, 
structural,  and  instrumentation  analyses  on  the  source  code.  JAVS  communicates 
with  the  user  through  a command  language  and  utilizes  a data  base  to  store  the 
information  about  the  program.  The  user  is  provided  with  an  instrumented  file 
of  the  selected  program  modules  with  which  the  user  supplies  test  data  for 
execution.  The  execution  results  are  written  to  a file  from  which  JAVS's  post- 
test analyzer  issues  execution  tracing  and  coverage  reports. 

Six  functional  processes,  in  addition  to  execution  with  test  data,  make 
up  the  substance  of  software  validation  provided  by  JAVS.  The  organization  of 
J.AVS  is  defined  by  these  six  casks.  To  reduce  the  burden  of  the  user,  JAVS 
exists  as  an  overlay  program  at  RADC  with  a macro  command  language  supplementing 
a large,  versatile  standard  command  language.  The  processing  steps  and  their 
basic  functions  are  listed  below: 

BASIC,  Source  Text  Analysis:  Source  text  input,  lexical  analysis,  and 

initial  source  library  creation 

STRUCTURAL,  Structural  Analysis:  Structural  analysis  and  execution  path 

identification;  library  update  with  structure  and  path  information 

INSTRUMENT.  Module  Instrumentation:  Program  instrumentation  for  path 

coverage  analysis  and  program  performance  directed  by  user;  library 
update  with  probe  test  instrumentation 

ASSIST,  Module  Testing  Assistance  and  Segment  Analysis:  Testing  assistance 

for  improved  program  coverage 

DEPENDENCE,  Retesting  Guidance  and  Analysis:  Retesting  requirements 

analysis  for  changed  modules 

TEST  EXECUTION;  Execution  of  instrumented  code  and  analysis  of  directed 
program  performance 

ANALYZER,  Test  Effectiveness  Measurement:  Detailed  analysis  of  program 

path  coverage;  execution  traces  and  summary  statistics 

These  steps  need  not  be  performed  in  the  above  order;  other  orders  may  be 
preferable  at  times.  An  overview  ot  how  JAVS  is  used  in  the  testing  process 
is  shown  in  Fig.  1.1. 
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JOVIAL  source  code  Is  Input  for  processing  and 
analysis.  A special  form  of  comnent  (optional) 
Inserted  by  the  user  directs  JAVS  processing  for 
program  performance  analysis. 

JAVS  analyzes  the  code  and  generates  a directed 
graph  of  the  control  structure. 

The  possible  flows  through  the  program  are 
determined.  All  pertinent  data  is  stored  In  a 
data  base  for  later  use.  Additional  or 
changed  source  code  causes  an  existing  data 
base  to  be  updated. 

JAVS  automatically  Inserts  software  probes 
Into  the  source  code  to  intercept  and  record 
program  flow  during  execution.  A second  type 
of  Instrumentation  is  used  to  record  statistics 
on  program  performance  according  to  directives 
inserted  by  the  user  in  the  source. 

JAVS  provides  a variety  of  services  which  assist 
in  the  establishing  of  a continuing  testing  strat- 
egy both  at  the  detailed  level  within  a module  and 
at  the  module  interdependence  level.  Test  cases 
are  constructed  by  the  user.  Reports  can  be  used 
as  program  documentation. 

Program  execution  provides  normal  computational 
results  as  well  as  outputs  from  the  Instrimen- 
tation.  Structural  flow  output  is  recorded  for 
later  post-test  analysis  by  JAVS.  User-directed 
program  performance  output  is  Interspersed  with 
normal  program  output. 

JAVS  Includes  detailed  post-test  analysis 
facilities  which  provide  measures  of  testing 
thoroughness,  both  Individually  and  cumula- 
tively for  a set  of  test  cases. 


The  results  are  examined  by  the  user  to  determine 
If  test  goals  have  been  met  and  testing  Is 
completed. 


Figure  1.1.  Overview  of  the  JAVS  in  the  Testing  Process 
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2 USING  JAVS  I 

The  process  of  program  verification  is  best  described  by  example.  One  I 

purpose  of  this  User's  Guide  is  to  present  an  overview  of  JAVS  capabilities 
through  example  programs  processed  by  the  JAVS  execution  steps.  It  is  impor-  j 

tant  to  note  that  while  there  are  six  processing  steps  a given  validation 
effort  may  require  use  of  only  a few  of  these.  The  selection  of  appropriate 
processes  is  largely  a user  decision,  based  upon  his  requirement  for  the 
information  that  the  various  steps  provide.  As  each  step  is  described, 
through  example,  the  user  will  gain  insight  into  its  utility  for  his  particular 
needs.  In  order  to  develop  a basic  understanding  of  the  processing  sequences 
to  be  utilized  in  the  examples.  Fig.  2.1  illustrates  the  potential  JAVS  processing 
flows  in  terms  of  step  interdependencies. 


The  user  must  provide  three  major  types  of  input  to  JAVS:  (1)  the  source 

code  to  be  tested,  (2)  a set  of  commands  to  direct  JAVS  processing,  and  (3) 
test  data  for  program  execution.  Section  2.2  describes  the  preparation  of  the 
source  code  for  input  to  JAVS.  Section  2.3  describes  the  rules  for  inputting 
commands . 
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2.1  TYPICAL  PROCESSING  SEQUENCE 


This  guide  is  organized  to  lead  the  user  through  the  following  sequence 
of  steps: 

1.  Build  a data  base  library  containing  source  text  and  structural 
analyses  (Sec.  3). 

2.  Document  the  source  text  (Sec.  4). 

3.  Instrument  the  modules  (Sec.  5). 

4.  Execute  the  program  (Sec.  6). 

5.  Measure  the  test’s  effectiveness  (Sec.  7). 

6.  Retest  the  program  (Sec.  8). 

These  steps  provide  the  primary  assistance  needed  to  generate  test  cases 
and  measure  the  extent  of  program  testing  coverage  as  each  test  case  is  input 
to  the  system. 

2.2  PRELIMINARY  STEPS 

Before  the  source  text  to  be  verified  is  submitted  to  JAVS,  the  user 
should  take  certain  preliminary  steps: 

1.  The  source  text  should  be  compiled  by  a JOVIAL  compiler  to  confirm 
that  it  is  free  of  any  syntactical  errors. 

2.  The  program  to  be  tested  should  have  been  previously  executed  with 
test  data  necessary  to  ensure  proper  execution. 

3.  JAVS  text  identification  directives  should  be  inserted  in  the  source  ) 

if  there  is  more  than  one  START-TERM  sequence  in  the  program. 

J 

4.  JAVS  computation  directives  should  be  inserted  in  the  source  if  the 
performance  testing  capability  is  utilized. 

Both  types  of  JAVS  directives  (a  special  form  of  JOVIAL  comment)  are  described 
in  detail  in  the  JAVS  Reference  Manual"^.  The  JAVS  text  identification  directive 
is  used  to  assign  a unique  name  to  a JOVIAL  START-TERM  sequence  (program,  sub- 
program, or  COMPOOL) . If  no  text  directive  is  assigned  to  a START-TERM  sequence, 
the  text  name  *NOJAVS*  is  assigned  as  a default.  The  computation  directives  are 
used  to  make  assertions  about  the  behavior  of  the  program  and  to  verify  the 
value  of  specified  variables  without  altering  the  logic  of  the  program.  These 
directives  can  make  valuable  contributions  in  debugging  and  boundary  conditions 
testing.  It  is  suggested  that  the  user  acquire  some  familiarity  with  JAVS  before 
utilizing  the  computation  directives.  The  Reference  Manual  (Sec.  1.5)  describes 
their  capability  and  utilization. 
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The  following  sections  describe  the  recommended  sequence  of  step 
executions  to  be  utilized  by  the  beginning  user.  Although  JAVS  is  capable 
of  processing  very  large  JOVIAL  programs,  we  recommend  that  the  tester  select 
a modest  program  (several  hundred  JOVIAL  statements  or  less)  to  use  in  his 
first  experience  with  JAVS  processing. 

2 . 3 COMMAND  STRUCTURE 

The  user  directs  JAVS  processing  by  a set  of  commands.  There  are  four 
"macro"  commands  which  can  be  used  with  the  JAVS  2.0  overlay  program,  in 
addition  to  a variety  of  standard  commands.  Each  macro  command  expands  into 
a set  of  commonly  used  standard  JAVS  commands.  While  both  types  of  commands 
can  be  used  together,  the  user  is  advised  to  be  aware  of  the  expansion  of 
the  macros  before  combining  commands.  Table  2.1  shows  the  relationship 
between  macro  commands,  standard  commands,  and  the  processing  tasks.  Sections 
3-8  describe  each  task,  as  well  as  the  appropriate  commands  to  use,  and  the 
process  of  executing  the  test  program  is  described  in  Sec.  6. 

All  commands  are  input  one  per  card.  Blanks  are  ignored,  so  the 
commands  are  free-form.  The  card  scan  ends  with  a period  or  with  the  end 
of  a card.  If  a command  requires  more  than  one  card,  a comma  must  appear 
at  the  last  non-blank  character  of  each  card  proceeding  the  continuation 
card.  Up  to  three  continuation  cards  may  be  used.  Each  command  consists  of 
a sequence  of  terms  separated  by  a comma  or  an  equals  sign. 


TABLE  2.1 

RELATIONSHIP  BETWEEN  COMMANDS  AND  TASKS 


Macro  Command 
Keyword 

Standard  Command 
Keyword 

Task 

BUILD  LIBRARY 

BASIC 

STRUCTURAL 

Syntax  analysis 
Structural  analysis 

PROBE 

INSTRUMENT 

Structural  and 

computation 

instrumentation 

DOCUMENT 

ASSIST 

PRINT 

DEPENDENCE 

Module  and  inter- 
module reports 

TEST 

ANALYZER 

Post-test  coverage 
and  trace  analysis 
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PRIMARY  ANALYSIS 


Prior  to  instrumentation,  documentation,  testing,  or  retesting,  a set 
of  primary  analyses  must  be  performed.  Syntax  analysis  is  performed  on  the 
JOVIAL  source  program,  transforming  it  into  a format  appropriate  for  storage 
on  a random-access  data  base  (library  file) . Using  the  information  on  the 
data  base,  structural  analysis  is  performed  on  the  executable  modules,  up- 
dating the  tables  in  the  data  base  library.  Structural  analysis  includes 
building  a directed  program  graph  which  is  the  basis  for  instrumentation  and 
testing  analyses.  The  subject  matter  of  this  section,  primary  analysis,  is 
shown  in  the  context  of  the  testing  process  in  Fig.  3.1. 

3 . 1 TASKS 

Syntax  analysis  consists  of  breaking-down  each  START-TERM  sequence  of 
the  JOVIAL  source  text  into  invokable  modules.  A data  base  library  is 
created  containing  internal  tables  representative  of  program  text,  statement 
descriptions  and  symbol  classification. 

Structural  analysis  adds  to  the  data  base  library  a description  of  pro- 
gram structure  in  terms  of  decision-to-decision  paths.  These  paths  represent 
a unique  and  systematic  ordering  of  all  decision  outways.  Figures  3.2  and 
3.3  illustrate  the  concept  of  DD-paths.  A DD-path  consists  of  all  the 
executable  statements  from  a conditional  statement  to  the  next  conditional 
statement.  Figure  3.2  shows  the  statement  membership  for  each  DD-path  in 
module  EXAMPL.  This  module  contains  12  DD-paths.  Below  each  DD-path  number 
(listed  across  the  page)  is  the  order  in  which  the  statements  are  placed  on 
each  DD-path.  For  example,  DD-path  2 consists  of  statements  15,  16,  29,  30, 
and  31  in  that  order. 

3.2  PRD-IARY  ANALYSIS  INTUT 

JAVS  requires  two  input  files  for  syntax  analysis:  the  JOVIAL  source 
program  in  BCD  mode  on  file  READER  (09)  and  the  JAVS  commands  in  BCD  mode  on 
file  COMMAN  (05).  If  the  source  program  contains  more  than  one  START-TERM 
sequence,  or  if  the  source  text  is  a COMPOOL  or  requires  a COMPOOL  to  compile, 
the  user  must  insert  a JAVS  text  identification  directive  as  the  first  state- 
ment. This  statement  is  described  in  Sec.  1.4  of  the  Reference  Manual  and 
is  shown  in  Figs.  3.2  and  3.4. 

Input  for  structural  analysis  are  the  JAVS  commands  and  the  data  base 
library  created  during  the  syntax  analysis. 

3.3  COMMANDS 

Primary  analysis  can  be  accomplished  by  the  single  JAVS  command: 

BUILD  LIBRARY  [=<name>]. 

This  command  expands  into  the  following  set  of  standard  commands: 

CREATE  LIBRARY  = <name>.  (default  name  is  TEST) 

START. 
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BUILD 

LIBRARY 


YOUR  JOVIAL 
SOURCE 


SOURCE  TEXT 
ANALYSIS, 
STRUCTURAL 
ANALYSIS 


JOVIAL  source  code  Is  Input  for  processing  and 
analysis.  A special  form  of  comment  (optional) 
Inserted  by  the  user  directs  JAVS  processing  for 
program  performance  analysis. 

JAVS  analyzes  the  code  and  generates  s directed 
graph  of  the  control  structure. 

The  possible  flows  through  the  program  are 
determined.  All  pertinent  data  is  stored  in  s 
data  base  for  later  use.  Additional  or 
changed  source  code  causes  an  existing  data 
base  to  be  updated. 


INSTRWEN'AriON 


JftVS  aucocacicaily  inserts  software  probes 
ln:n  :rif  r-o'.iir.e  ends  Inrs-rcept  at'd  record 
ptoprac  flow  durir.p  esecotior,.  A second  type 
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Figure  3.2.  Example  of  Structural  Analysis 
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PROC  (3) 


IFEITH  (15) 


ORIF  (17) 


LOOP  TEST  (23) 


LOOP  TEST  (24) 


LOOP  TEST  (31) 


END  (32) 


— - Numbers  represent  DD-paths 

• Dots  represent  decision  points 

IFEITH  Words  represent  decision  statement  types 

(31)  Parenthetical  numbers  represent 

statement  numbers 


Figure  3.3.  Pictorial  Example  of  Structural  Analysis 
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".JAVSTEXT  EXAMPL  COMPUTE  (COHPOL)" 

start 

PROC  EXAMPt  (AA=ea)» 

ITEM  AA  F t 

ITEM  B0  F$ 

array  CC  2 2 E$ 

begin  begin  1 , .2  1.0  ENO 

BEGIN  :.;j  1.0  END  ENO 

BEGIN 

MONITOR  B0»  CCS 
IFEITH  aA  LS  O.OS 
B0  = -AAS 
ORir  AA  EO  O.OS 

begin 

B0  = O.OS 
FOR  1=0.1. IS 
BEGIN 

FOR  J=0.1.1S 
CC(Sl.JS)  = O.OS 
END 

RETURNS 

ENO 

ORIF  IS 
BB  = AAS 
END 

FOR  K=0.1 .IS 
CCISK.OSI  = BB/2.0S 
END 
TERMS 

EXAMPL  (EXAMPL  ) COMPLETED 

••••••••  NO  ERRORS  »ERE  FOUND  BY  JAVS-2  •••••• 


This  Statement  is  necessary  to  inform  JAVS  that  a COMPOOL  is  being  used. 
See  Sec.  1.4  of  the  JAVS  Reference  Manual  for  description  of  the  text 
identification  statements. 


Figure  3.4.  BASIC  Output 


BASIC, COMMENTS  = OFF. 
BASIC. 

FOR  LIBRARY. 
STRUCTURAL. 

END  FOR. 

END. 


The  actions  taken  by  the  macro  command  (or  equivalent  set  of  standard 
commands)  is  to  initialize  the  JAVS  system  with  a library  whose  name  is 
<name>  (or  TEST  if  none  is  specified),  process  syntax  analysis  (BASIC)  re- 
moving JOVIAL  comment  statements,  and  perform  structural  analysis  for  all 
modules  on  the  newly  created  library. 

There  are  several  BASIC  processing  options,  all  described  in  the 
Reference  Manual.  If  the  user  wishes  to  exercise  any  of  the  options,  to  add  ' 
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the  JOVIAL  comments  in  the  source  text  to  the  library,  or  to  perform  struc- 
tural analysis  on  a subset  of  the  modules,  he  cannot  use  the  BUILD  LIBRARY 
macro  command;  instead,  the  desired  sequence  of  BASIC  commands  must  be 
supplied.  Section  5 of  the  Reference  Manual  contains  sample  command  sets 
for  each  command  description. 

3.4  PRIMARY  ANALYSIS  OUTPUT 

The  main  output  is  a data  base  library  file  containing  the  source  text 
transformed  into  invokable  modules  and  tables  for  other  functional  processing 
and  reports.  Printed  output  consists  of  the  card  image  listing  of  the  JOVIAL 
source  code  (this  can  be  turned  off  with  a BASIC  option)  along  with  JAVS 
error  messages,  if  any,  and  a few  descriptive  lines  for  each  module  stating 
the  number  of  DD-paths  generated.  If  any  syntax  errors  are  printed  adjacent 
to  the  offending  source  text  line,  they  should  be  scrutinized.  A complete 
list  of  JAVS  errors  is  in  Appendix  B of  the  Reference  Manual.  Some  errors 
will  require  source  code  changes  before  further  processing,  and  some  errors 
are  syntactical  warnings. 

Figure  3.4  shows  the  syntax  analysis  output  and  Fig  3.5  shows  struc- 
tural analysis  output  for  module  EXAMPL. 


JOVIAL  automated  verification  system  secondary  module  analysis 

module  EXAMPL  > OF  JAVSTEYT  <EXAMPL  >. 

MOnuLE  DEPENDENCE  TABLE  CONSTRUCTED. 

STATEMENT  DESCRIPTOR  BLOCKS  UPDATED. 

DD-PATM  table  CONTAINS  12  ENTRIES. 


Figure  3.5.  STRUCTURAL  Output 


3-6 


4 


DOCUMENTATION 


Automated  documentation,  showing  inter-  and  intra-module  relationships, 
is  useful  during  the  software  development,  testing,  and  maintenance  stages. 
Figure  4.1  shows  the  JAVS  documentation  activity  in  the  context  of  the  testing 
process.  JAVS  provides  a wide  variety  of  reports  at  user  request.  Some  of 
the  reports  pertain  only  to  a selected  module;  others  pertain  to  all  modules 
on  a library.  Seven  of  the  most  commonly  requested  types  of  reports  are 
generated  by  the  macro  command: 

DOCUMENT . 

This  command  expands  into  the  following  set  of  standard  commands: 


OLD  LIBRARY  = TEST. 
START. 

ASSIST,CROSSREF, LIBRARY. 

(Fig. 

4.2) 

DEPENDENCE , GROUP , LIBPvARY . 

(Fig. 

4.3) 

DEPENDENCE , GROITP , AUXLIB . 

(Fig. 

4.4) 

DEPENDENCE , SL’MMARY . 
FOR  LIBR.ARY. 

(Fig. 

4.5) 

PRINT, MODULE. 

(Fig. 

4.6) 

DEPENDENCE , B.ANDS=5 . 

(Fig. 

4.7) 

DEPENDENCE , PRINT , INTOKES  . 
END  FOR. 

(Fig. 

4.8) 

END. 


This  collection  of  reports  provides  a static  analysis  of  the  individual 
modules  and  of  the  interaction  of  the  system  of  modules  on  the  library. 
Section  4.2  describes  alternate  or  additional  reports,  and  Sec.  4.3  shows 
sample  output  of  each  report  as  well  as  a description  of  its  utilization. 

4.1  DOCUMENTATION  INPUT 

The  data  base  library  containing  syntax  and  structural  analyses  along 
with  JAVS  commands  are  the  input  for  the  software  documentation  process. 

4 . 2 COMMANDS 

The  single  command  DOCUMENT  will  provide  the  seven  types  of  reports 
shown  in  Figs.  4. 2-4. 8.  By  mixing  JAVS  standard  and  macro  commands,  the 
user  can  specify  any  combination  of  reports.  A selection  of  documentation 
command  sets  is: 

• Obtain  the  three  module  documentation  reports  for  a specified 
JAVSTEXT  (named  START-TERM  sequence),  in  addition  to  the  four 
library-wide  reports. 

DOCUMENT, JAVSTEXT  = <textname>. 
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JAVS  provides  a variety  of  services  which  assist 
in  the  establishing  of  a continuing  testing  strat- 
egy both  at  the  detailed  level  within  a module  and 
at  the  module  interdependence  level.  Test  cases 
are  constructed  by  the  user.  Reports  can  be  used 
as  program  documentation. 

yregraa  tixc-outitT.  vtovidcj  norrxl  c:’ispi;taclcr>/.l 
results  IS  woii  ss  outputs  tro*  th.e  itistrviaeo- 
titlur..  f'trottu:  al  tlow  ou.tp.;t  Is  recorded  tor 
later  post-test  sualysts  by  lAV? . user-directed 
progte.5  •.•trifrcence  output  is  tnterspetsed  with 
nctxal  program  output. 


: 1.  > i •‘•b 

ErftC*I VcNESS 
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Inoludss  detailed  poet-test  ar.aljals 
facilities  which  ptovi.ic  .tsaeures  of  tsatlag 
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tiveiy  for  a set  of  test  cases. 


_ll^^  TE:;t  goals  \ 

\ ACitlEVED  ✓ 


The  results  are  e.saBlo.ed  by  the  user  to  determine 
if  test  poala  have  beer,  met  and  testing  is 
ccmcleted. 


Figure  4.1.  The  Role  of  Documentation  in  the  Testing  Process 
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• Obtain  the  three  module  documentation  reports  for  selected 
modules  of  a specified  JAVSTEXT,  in  addition  to  the  four 
library-wide  reports. 

DOCUMENT, JAVSTEXT  = <textname>, 

MODULE  = <name-l> , . . . , <name-n> . 

• Specify  a library  name  (must  be  the  same  as  the  created 
library  name),  and  select  the  DD-path  picture  and  definition 
reports  for  all  modules,  in  addition  to  the  seven  macro 
command  reports. 

OLD  LIBRARY  = <libname>. 

START. 

DOCl’MENT . 

FOR  LIBRARY. 

PRINT , DDP.ATHS  (Fig.  4.9) 

■ASSIST, PICTURE.  (Fig.  4.10) 

END  FOR. 

4.3  DOCl'MENT.ATION  OUTPUT 

Figures  4. 2-4.8  contain  sample  output  for  the  seven  reports  generated 
by  the  DOCUMENT  macro  command.  The  first  four  reports  are  library-wide 
reports;  the  last  three  reports  (Figs.  4.6-4.S)  are  module  reports.  Figures 
4.9  and  4.10  show  sample  output  for  the  additional  commands: 

PRINT,  DDP.ATHS. 

ASSIST, PICTURE. 
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This  report  provides  a symbol  cross  reference  listing  for  all  modules  on 
the  library.  The  symbol  types  are  variables,  file  names,  switch  names,  labels, 
and  subprogram  names.  Adjacent  to  the  statement  number  of  the  symbols  appear- 
ance is  a flag  {*  or  D)  indicating  setting  or  definition. 


Figure  4.2.  Library-Wide  Symbol  Cross  Reference 
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The  interaction  of  all  modules  on  the  data  base  library  is  shown  in  this 
square  matrix.  If  the  library  contains  all  modules  in  the  user's  program,  this 
report  provides  a concise,  complete  picture  of  the  total  internal  module  depen- 
dencies. If  the  library  contains  a subset  of  the  total  program,  this  report 
aids  in  determining  what  modules  do  not  interact  with  the  component  and  might 
be  better  suited  for  another  component.  The  modules  are  listed  in  alphabetical 
order. 


Figure  4.3.  Internal  Library  Dependencies  | 
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AUIILIARY  LIBHARV  OEPENOCNCt  TABLE 
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This  report  differs  from  the  last  one  in  that  the  invoked  modules  (listed 
across  the  page)  are  not  resident  on  the  library.  If  the  library  allegedly 
contains  all  modules  in  the  program,  the  external  modules  should  consist  only 
of  system  routines.  If  the  library  contains  a component  of  the  total  program, 
this  report  shows  the  module  invocation  interfaces  to  other  externals. 


Figure  4.4.  External  Library  Dependencies 
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LIBRARY  DEPENDENCE  SUMMARY... 
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the  following  procedures  are  not  invoked  by  any  module  on  The  library 

LOOK 

the  following  procedures  do  not  invoke  any  module  on  the  library 

( • PROCEDURES  DO  NOT  INVOKE  ANY  MODULES  AT  ALL  I 
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OUTSd 

GETR 

GETC 
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Considering  the  modules  on  the  library  as  a pyramid  representing  the 
invocation  hierarchy  of  the  modules,  this  report  identifies  the  "top"  and 
"bottom"  modules  in  the  system. 


Figure  4.5.  Library  High-  and  Low-Level  Modules 
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This  module  report  is  a listing  of  the  source  statements  enhanced  by  the 
control  nesting  level,  indentation  of  each  control  level,  decision  points 
flagged  with  their  DD-path  numbers,  control  statement  abbreviations,  and  arrows 
showing  potential  control  transfers  within  and  out  of  the  module. 


Figure  4.6.  Module  Listing 
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module  INVOCtTION  81M0S 


module  <nput 

>,  JAVSTEXT  <NPUT  >• 

P4RENT  NOOULC 

<mput 

> 

LEVEL 
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NPUT 
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BTOO 

ERRxR 

fatal 

OPUT 

WDAPUP 

This  report  shows  the  selected  module  within  the  invocation  hierarchy. 
At  the  center  is  the  specified  module.  Each  successive  band  of  modules  from 
the  center  to  the  left  shows  the  calling  modules;  each  successive  band  to  the 
right  shows  the  called  modules.  The  left  (calling)  modules  reside  on  the 
library;  the  right  (called)  modules  can  include  modules  external  to  the  JAVS 
library.  Five  bands  on  each  side  of  the  specified  module  are  displayed  when 
the  DOCUMEIIT  macro  command  is  used.  The  band  width  is  a user  option.  Within 
each  band,  the  modules  are  listed  alphabetically. 


Figure  A. 7.  Module  Invocation  Bands 
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NOOULC  INVOCATION  SPACe... 

module  <NP0T  >.  JAVSTCXT  <NPUT  >•  PAPfNT  MODULE  <NPUT  > 


3 

PROC  NPUT 

s 

INVOCATIONS  PROM 

MITMIN 

this  module 

module 

PTOH 

ST“T 

■ 

6S 

BTOM  ( 

LTNCNT  ) 

stmt 

• 

69 

BTOM  ( 

stctr  ) 

NODULE 

CRffIR 

stmt 

m 

29 

pPRXP  < 

( 4 ) 

MODULE 

6TCARD 

stmt 

• 

41 

GTC4R0 

( • status 

t CflOl  ) 

MODULE 

PRXX 

stmt 

■ 

79 

PRAX  ( 

MEL  . 120  , 

CJCT  1 

module 

TERMIM 

stmt 

■ 

49 

TERMin 

( I ) 

INVOCATIONS  TO 

this  module 

FROM 

MITHIN  library 

MODULE 

GTCR 

stmt 

• 

31 

nput 

MODULE 

OLOOK 

stmt 

■ 

119 

NPUT 

STMT 

• 

306 

nput 

stmt 

a 

363 

nput 

This  module  report  shows  all  invocations,  along  with  the  statement 
numbers,  to  and  from  the  specified  module.  It  is  useful  in  examining  actual 
parameter  usage. 


Figure  4.8.  Module  Invocation  Space 


4-10 


MOOULC  00*PATh  0CFINITI0*«  LISTINO 


1 


««OOutC 

NO. 

<CKMPtl 

LVL 

>f  <CXPOOON 

ST*Tr«ENT 

>•  PARENT  NOOULC 

<E1PR06M  > 

DO-PATHS 

GENERATED 

1 ( 

01 

PPOC  C*«PLl 

1 

U"ITl  , LI»tT2  1 

1 t 

•• 

OO-PATh 

1 

IS 

procedure  entry 

• • • • 

9 1 

1 1 

IP  LINITI 

60 

10«  t 

•• 

00-PaTm 

2 

IS 

TRUE  BRANCH 

•• 

00*PATh 

3 

IS 

palse  branch 

• • • • 

12  ( 

1 1 

POP  t • 1 

« 

1 . LiHITt  t 

IZ  { 

21 

aeoiN 

• • « • 

IN  1 

21 

POP  J • 

1 

• 1 • LIMITZ  t 

19  ( 

3) 

9CG1N 

• « . 

• 

21  1 

31 

IPEITH 

J 

LO  3 S 

•• 

00-Path 

A 

IS 

TRUE  BRANCH 

• • 

OD-patm 

5 

IS 

palse  branch 

• • • 

• 

23  1 

31 

OP|P  1 

S 

•• 

00-PATH 

6 

IS 

TRUE  BRANCH 

• • • 

• 

23  ( 

31 

ENO 

• • • 

• 

J 2T 

( 31 

SWITCH  PICK  ■ 

( LtaCLl 

. utaEui  • URacLi  • utaEuz  i 

S 

26 

( 31 

OOTO  PICK  (I 

INOIS  • 1 

SI  s 

• • 

00-RaTm 

T 

IS 

switch  0UTN4T 

• • 

00-PATm 

B 

IS 

SWITCH  OUTway 

• • 

00-PATm 

9 

IS 

SWITCH  OuTsiAY 

#• 

OD-PA^h 

10 

IS 

switch  out-ay 

44 

00-patm 

11 

IS 

switch  outway 

* • • • 

30  1 

1 31 

LtaCLl. 

IFEITh  RESUtT 

US  ♦ 1 

44 

OO-paTm 

1? 

IS 

TRl'E  BRANCH 

44 

00-PATH 

13 

IS 

palse  branch 

• • • • 

32  1 

I 3) 

CRIP  RESULT  EO  4 S 

44 

00-PATh 

14 

IS 

TRUE  BRANCH 

44 

00-PaTh 

IS 

IS 

palse  branch 

» • • • 

3A  1 

1 31 

ORIP  1 1 

44 

DO-PATm 

16 

IS 

TRUE  branch 

• • • • 

36  1 

1 3) 

ENO 

• • • • 

39  1 

1 31 

ENO 

1 

44 

00-PaTm 

IT 

IS 

LOOP  On  POR  again 

44 

OO-PATh 

16 

IS 

escape  POR  LOOP 

« • • • 

*1  1 

1 21 

ENO 

44 

DD-patm 

19 

IS 

LOOP  ON  POR  AGAIN 

44 

DO-PATH 

20 

IS 

ESCAPE  POR  LOOP 

This  report  is  useful  for  documentation  purposes  because  it  defines  the 
outways  of  all  decisions  and  makes  the  decision  points  more  visible  by 
omitting  the  intervening  sequential  statements.  The  last  switch  outway  is 
the  "drop  through"  path. 


Figure  4.9.  DD-Path  Definitions 
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This  report  pictorially  illustrates  the  program  flow  between  decisions 
in  the  module.  Each  B -r-  E sequence  is  a single  decision  outway;  each  out- 
way  is  assigned  the  unique  DD-path  number  shown  at  the  right  of  the  report. 
Any  control  flow  which  starts  and  ends  on  the  same  statement  number  (as  in 
the  decisions  to  "loop  again"  on  JOVIAL  FOR  statements)  is  marked  with  an  S 
for  a self-loop. 


Figure  4.10.  Control  Flow  Picture 
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INSTRUMENTATION 


JAVS  instrumentation  automatically  inserts  a set  of  probe  statements 
into  each  module  to  capture  control  and  record  information  during  execution. 
The  module  can  be  compiled  in  instrumented  form  and  used  in  Test  Execution. 
The  probed  modules  are  logically  equivalent  to  the  original  source.  Instru- 
mentation can  be  performed  before  or  after  the  documentation  reports  have 
been  obtained.  Figure  5.1  shows  the  role  of  instrumentation  in  the  context 
of  the  testing  process. 

5 . 1 TASKS 

There  are  two  types  of  instrumentation: 

1.  Structural  Instrumentation.  Software  probes  are  inserted  into 
the  source  text  at  each  invocation  point,  each  return  point,  and 
each  statement  which  begins  a DD-path.  Each  probe  includes  a 
call  to  special  data  collection  routines  which  capture  and  record 
information  concerning  flow  of  control  in  the  executing 

module (s) . 

2.  JAVS  Directive  Instrumentation.  Software  probes  which  monitor 
the  results  of  assignment  and  exchange  statements  during  Test 
Execution  are  inserted  in  the  source  text  where  the  user  has 
placed  JAVS  computation  directives  (Sec.  1.5  of  the  Reference 
Manual).  Each  directive  controls  execution-time  output  which  is 
interspersed  with  normal  program  output. 

In  addition  to  the  structural  probes,  software  probes  are  inserted  to 
indicate  a new  test  case  and  to  indicate  the  end  of  the  test.  The  instru- 
mented source  is  written  onto  the  LPUNCH  file,  where  it  can  be  input  to  the 
JOVIAL  compiler.  During  execution  of  the  instrumented  program  (Test 
Execution),  the  data  collection  probes  record  on  an  audit  file  which  is 
analyzed  by  JAVS  to  provide  execution  tracing  and  coverage  reports. 

5.2  INSTRLTIENTATION  INPUT 

JAVS  instrumentation  requires  the  data  base  containing  syntax  and 
structural  analyses  for  all  modules  being  instrumented  plus  a set  of  commands 
to  direct  the  instrumentation. 

5 . 3 COMMANDS 

The  macro  command 

(1)  PROBE, JAVSTEXT  = <text  name>. 

causes  all  modules  in  the  named  JAVSTEXT  (START-TERM  sequence)  to  be 

instrumented  and  written  to  file  LPUNCH  for  compilation.  The  above 

macro  command  expands  into  the  following  standard  commands: 

(2)  OLD  LIBRARY  = TEST. 

START. 
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Figure  5.1.  The  Role  of  Instrumentation  in  the  Testing  Process 
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JAVSTEXT  = <text  name>. 

FOR  JAVSTEXT. 

INSTRUMENT. 

END  FOR. 

PUNCH,  JAVSTEXT  = <text  name> , INSTRL-MENTED  = ALL. 
END. 


Since  the  JOCIT  JOVIAL  compiler  at  RADC  accepts  only  one  START-TERM 
sequence  in  a single  compilation  activity,  it  is  recommended  chat  the  user 
instrument  only  one  JAVSTEXT  per  J.AVS  run;  i.e.,  use  only  one  PROBE  macro 
command . 

Prior  to  execution  of  the  instrumented  modules,  the  user  must  specify 
the  test  initialization  and  termination  by  invoking  one  of  the  JAVS  data 
collection  routines.  The  insertion  of  these  invocation  statements  can  be 
performed  manually  or  automatically  by  using  the  following  commands  during 
instrumentation : 

(3)  OLD  LIBRARY  = <libname>. 

START. 

PROBI , STARTTEST  = <module  name>,<text  name>, 

<statement  no.>,<test  name> ,< tracing  Ievel>. 

PROBI ,STOPTEST  = <module  name>,<text  name>, 

<statement  no.>. 

PROBE, JAVSTEXT  = <text  name> . 

PRINT,  JAVSTEXT  = <text  name? , INSTRL-MENTED  = ALL. 

All  of  the  command  rules  associated  with  this  set  of  instrumentation  commands 
are  described  in  Appendix  B.  A description  of  the  PROBI  command  and  its 
options  is  in  Sec.  B.2.4. 

'*5.4  INSTRL’MENTATION  OUTPUT 

f \ 

•',1  The  primary  output  is  the  instrumented  source  code  which  is  normally 
wiict’en  Co  the  LPL'NCH  file  [note  the  PUNCH  command  in  the  expansion  of  the 
PROBE 'macro  in  Sec.  5.3  (2)]  during  the  instrumentation  process.  At  user 
saqu^st;  the  instrumented  source  code  can  be  saved  on  the  library  to  be 
written ‘to  LPUNCH  at  a later  time. 

Printed  output  from  instrumentation  consists  of  a short  description  of 
each  probed  module  to  inform  the  user  of  Che  extent  of  instrumentation  per- 
formed (see  Sec.  4.4.3  of  the  Reference  Manual  for  instrumentation  options). 
The  user  can  request  that  the  probed  text  be  printed  at  the  end  of  the  instru- 
mentation activity,  or  at  any  later  time  if  the  probed  code  was  saved  on  the 
library,  by  using  the  PRINT  command  in  Sec.  5.3  (3). 


6 


TEST  EXECUTION 


Once  the  JOVIAL  source  code  has  been  instrumented  by  JAVS,  either  before 
or  after  obtaining  the  documentation  reports,  the  instrumented  code  can  be 
executed  with  test  data.  Figure  6.1  shows  the  Test  Execution  process  in  the 
context  of  the  entire  testing  process. 

The  instrumented  source  code  output  on  file  LPUNCH  is  compiled  with  a 
COMPOOL  which  supplies  definitions  for  the  JAVS  data  collection  procedures. 

The  compiled  code  is  then  loaded  with  the  JAVS  data  collection  procedures 
from  the  JAVS  object  code  library  and  any  other  externals  which  are  necessary. 
During  Test  Execution  the  program  operates  normally,  reading  its  own  data  and 
writing  its  own  outputs.  The  instrumented  modules  call  the  data  collection 
routines  which  record  on  the  test  file,  AUDIT,  an  execution  trace  and  accumu- 
lated data  on  module  invocations  and  DD-path  traversals.  Performance  data 
resulting  from  J.AVS  computation  directives  are  interspersed  with  normal  pro- 
gram output  to  the  printer.  (See  Sec.  1.5  in  the  Reference  Manual.)  The 
data  base  library  is  not  used  during  Test  Execution. 

Each  Test  Execution  may  consist  of  a number  of  test  cases.  The  program 
identifies  the  start  of  each  new  test  case  by  executing  a call  to  one  of  the 
data  collection  routines  (PROBI) ; the  end  of  all  test  cases  is  similarly 
treated.  These  identification  calls  are  automatically  inserted  by  using  the 
PROBI, STARTTEST  and  PROBI , STOPTEST  commands  during  instrumentation  or  are 
manually  inserted  by  the  user  in  the  program  prior  to  compilation;  all  other 
instrumentation  of  the  source  is  performed  automatically. 

6 . 1 TASKS 

Test  Execution  differs  from  normal  execution  of  the  program  in  four 
respects : 

1.  Some  or  all  of  the  program  has  been  instrumented. 

2.  Test  case  boundaries  are  identified. 

3.  The  instrumented  code  is  compiled  with  a JAVS  COMPOOL. 

A.  Data  collection  routines  are  added  to  the  load  sequence. 

Figure  6.2  shows  a diagram  of  the  Test  Execution  process. 

6.2  REFERENCES  TO  DATA  COLLECTION  ROUTINES  AND  TEST  FILE 

The  instrumented  source  contains  invocations  of  the  data  collection 
procedures  which  were  not  in  the  original  user  source.  If  the  user's  program 
has  a COMPOOL,  the  procedure  declarations  for  the  JAVS  data  collection  routine 
(PROBM,  PROBE,  PROBI,  and  PROBD)  must  be  added  to  the  COMPOOL.  If  the  program 
has  no  COMPOOL,  the  one  shown  in  Fig.  6.3  should  be  used.  This  is  necessary 
in  order  to  compile  the  instrumented  source  without  compilation  errors. 


* 

If  the  JOVIAL  compiler  accepts  a list  of  processed  COMPOOLs  while  compiling 
executable  modules,  Chen  the  one  shown  In  Fig.  6.3  must  be  included.  The 
JOCIT  compiler  requires  the  FILE  declaration  to  be  in  the  COMPOOL. 
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Program  execution  provides  normal  computational 
results  as  well  as  outputs  from  the  instrumen- 
tation. Structural  flow  output  is  recorded  for 
later  post-test  analysis  by  JAVS.  User-directed 
program  performance  output  is  interspersed  with 
normal  program  output. 
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Figure  6.1.  The  Role  of  Test  Execution  in  the  Testing  Process 
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Figure  6.2.  Test  Execution  Processing 
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Figure  6.3.  COMPOOL  for  References  to  JAVS  Data  Collection  Routines 


A FILE  declaration  for  the  test  file  AUDIT  (08)  must  also  appear.  The  1 
location  of  the  FILE  declaration  (i.e.,  in  a COMPOOL  or  in  the  main  program)  y 
and  its  format  are  dependent  on  the  JOVIAL  compiler  being  used.  The  example  j 
in  Fig.  6.3  is  for  RADC. 

1 

Job  streams  for  compiling  the  instrumented  source  code,  loading,  and  \ 
executing  are  given  in  Appendix  D.  Test  Execution  operates  without  the  JAVS  | 
environment,  except  for  the  data  collection  routines.  Thus,  there  are  no  ! 
JAVS  commands,  data  base  library  or  JAVS  reports  associated  with  this  process. 

6.3  TEST  CASE  IDENTIFICATION  AND  TEST  FILE  CONTROL 

At  appropriate  places  in  the  instrumented  source  program  (i.e.,  where  a j 
new  test  case  begins  and  at  the  end  of  all  test  cases)  a call  to  PROBI  must  be  j 
inserted.  PROBI  performs  two  services:  it  identifies  each  test  case  and  j 
controls  the  recording  of  data  on  the  test  file.  PROBI  has  two  parameters:  j 
the  first  is  used  as  a test  case  name  on  ANALYZER  reports  and  is  a Hollerith  | 
name  of  eight  characters;  the  second  is  used  to  control  the  amount  of  data  j 
actually  recorded  on  the  test  file. 


A. 
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The  possible  values  for  the  test  file  control  parameter  TFLAG  are  shown 
in  Table  6.1.  A Zero  value  signals  the  end  of  all  test  cases.  A non-zero 
value  signals  the  start  of  a new  test  case  (and  the  end  of  the  previous  test 
case,  if  any).  The  value  of  the  second  parameter  (if  nonzero)  determines  the 
amount  of  execution  tracing.  If  TFLAG  is  1,  no  tracing  is  maintained;  if 
TFLAG  is  2,  invocations  and  returns  are  traced;  if  TFLAG  is  3,  invocations, 
returns,  and  DD-paths  are  traced. 


TABLE  6.1 


TFLAG 

SIGNAL 

TEST  FILE  DATA  CONTROL  WITH 
TEST-FILE  DATA  RECORDED 

PROBI 

ANALYZER 

, REPORT  OPTIONS 

0 

end-of-test 

(last)  test  case  summary 

file 

1 

new  test 

test-case  summary 

SU>!^URY , 

HIT, 

NOTHIT , 

case 

MODLST, 

DDPATHS 

2 

new  test 

test-case  summary,  module 

SLMMARY, 

HIT, 

NOTHIT, 

case 

invocation/return  trace 

MODLST , 

TIME, 

MODTRACE , 

DDPATHS 

3 

new  test 

test-case  summary,  module 

SUMMARY , 

HIT, 

NOTHIT, 

case 

invocation/ return  trace. 

MODLST , 

TIME, 

MODTRACE , 

DD-path  execution  trace 

DDPTRACE 

:,  DDPATHS 
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POST-TEST  ANALYSIS 


The  Test  Effectiveness  Measurement  Analyzer  provides  a detailed  and 
comprehensive  analysis  of  testing  coverage.  ANALYZER  (JAVS  standard  command 
keword  for  this  functional  process)  generates  reports  on  execution  tracing, 
coverage,  timing  and  paths  not  taken.  The  ANALYZER  Process  is  the  end  of  one 
revolution  in  the  automated  testing  cycle.  Armed  with  the  JAVS  reports  show- 
ing the  program's  execution  behavior,  the  tester  can  determine  whether  further 
testing  is  necessary.  Figure  7.1  shows  where  the  post-test  analysis  fits 
into  the  testing  process. 

7 . 1 TASKS 

AN.ALYZER  reads  Che  ALDIT  file  which  was  generated  and  saved  during  Test 
Execution.  Structural  data  are  input  from  the  data  base  library,  and  various 
reports  are  produced  at  user  request  which  show  the  extent  of  program  cover- 
age provided  by  the  test  cases. 

7 . 2 A.NALYZER  INPUT 

The  data  base  library,  containing  syntax  and  structural  analyses,  along 
with  Che  execution  trace  (AUDIT)  file  and  JAVS  commands  are  input  for  post- 
test analysis. 

7 . 3 COMMANDS 

The  J.-U'S  command  set 

OLD  LIBRARY  « <libname>. 

START. 

ANALYZER, MODLST. 

TEST. 

provides  a collection  of  reports  useful  as  the  preliminary  test  effectiveness 
measurement.  These  reports  contain  statement  coverage,  execution  tracing  of 
modules,  DD-paths  not  taken,  and  a summary  of  invocation  and  DD-path  infor- 
mation by  test  case.  The  above  command  set  expands  into  the  follow’ing  JAVS 
standard  commands: 


OLD  LIBRARY  = <libname>. 
START. 

A.NALYZER,  MODLST. 
ANALYZER, ALL  MODULES. 

(Fig. 

7.2) 

ANALYZER , SLTMMARY . 

(Fig. 

7.3) 

ANALYZER, NOTHIT. 

(Fig. 

7.4) 

ANALYZER.MODTRACE. 

ANALYZER. 

(Fig. 

7.5) 

EOT. 
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of  Instr'-mentacion  is  u.'icd  to  record  statistios 
on  program,  performance  according  to  directives 
inserted  by  the  'user  in  the  source. 

oAVr-  pr.i'/ide.s  a 'jarlerv  of  services  which  as.slsc 
In.  tb.e  ris'.ablishln.g  or  e o.:n:. inuin.c  testing  stiat- 
epv  b.:t.b  at  the  detailed  level  v.thin.  a module  and 
at  the  ood'jie  intt.r.le;'cn.icn.:o  level.  Te..it  .:a.-:es 
are  cousiruo. te.i  ny  the  'jser.  Reports  .tan.  be  u.-:eo 
•as  prograa;  docuiteucacion. 

Rr.tpran  execution  provides  r.omai  cotr.pu  tali  one  1 
results  as  ‘aell  as  cutouts  from  the  Instr'jcscn- 
tation.  structural  flow  output  is  recorded  for 
later  post-test  analvsi.s  by  .lAVS.  User-directed 
progcai  performance  output  is  Interspersed  with 
noroal  pi oprao.  oueput. 

JAVS  includes  detailed  post-test  analysis 
facilities  which  provide  measures  of  testing 
thoroughness,  both  individually  and  cumula- 
tively for  a set  of  test  cases. 


Trie  resulta  are  cxaaiioed  by  tb.e  user  to  deteraiai* 
if  test  goals  have  been,  oat  an.i  testing  is 
completed. 


Figure  7.1.  The  Role  of  Post-Test  Analysis  in  the  Testing  Process 
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If  the  testing  goal  Is  execution  of  all  (or  most)  decision  outways  (DD-paths) , 
I then  the  command 

, ANALYZER, DDPATHS.  (Fig.  7.6) 

should  be  specified  in  addition  to  or  in  lieu  of  ANALYZER, MODLST. 

7 . 4 ANALYZER  OLTPUT 

The  reports  produced  during  post-test  analysis  for  the  sample  command 
set  in  Sec.  7.4  are  shown  in  Fig.  7.2  through  7.6.  Additional  reports  con- 
taining module  execution  timing,  DD-path  tracing,  and  DD-paths  executed  for 
each  test  case  are  described  in  the  Reference  Manual. 

In  the  report  descriptions,  the  "specified  module"  is  determined  by  the 
user.  The  TEST  macro  command  used  in  the  sample  command  set  contains  the 
module  specification:  .ANALYZER, ALL  MODULES  which  refers  to  all  modules  on 

the  data  base  library.  The  user  can  specify  a subset  of  modules  by  using 
the  macro  command 

TEST, MODULE  = <name-l> , . . . , <name-n> . 
or  the  standard  command 

ANALYZER, MODULE  = <name-l> , . . . , <name-n> . 
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This  report,  output  for  each  specified  module  which  is  invoked  during 
Test  Execution,  contains  the  enhanced  module  listing  with  cumulative  state- 
ment coverage  values  appended.  These  values,  to  the  right  of  the  DD-path 
numbers,  reflect  the  number  of  times  each  executable  statement  was  executed 
during  all  of  the  test  cases  in  the  run.  Executable  statements  not  exercised 
are  flagged  with  an  asterisk. 


Figure  7.2.  Module  Statement  Listing 
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This  report  summarizes  the  testing  coverage  in  terms  of  module  invo- 
cations and  DD-paths  traversed.  For  all  specified  modules  invoked  during 
the  test  run,  the  number  of  invocations  and  DD-paths  exercised  for  each 
test  case  and  for  the  accumulation  of  test  cases  is  given.  If  there  are_ 
any  modules  specified  but  not  invoked  in  the  test  run,  they  are  listed  with 
the  number  of  DD-paths  in  each  module.  At  the  end  of  the  summary  report 
are  the  cumulative  DD-path  coverage  values. 


Figure  7.3.  Invocation  and  DD-path  Execution  Summary 
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This  report  is  a printout  of  the  Test  Execution  trace  data  at  the 
module  invocation  and  return  level.  Each  line  of  output  represents  a 
module  invocation,  a new  test  case  (see  Sec.  6.3)  or  the  end  of  the  test 
run.  The  module  and  JAVSTEXT  names  are  indented  to  show  invocation. 


Figure  7.5.  Module  Invocation  Trace 
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For  all  specified  modules  invoked  during  the  test  run,  this  report 
shows  the  statements  which  begin  each  decision  outway  and  the  number  of 
times  the  DD-path  was  executed  during  all  of  the  test  cases. 


Figure  7.6.  DD-Path  Coverage 
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RETESTING  ASSISTANCE 
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Software  testing  and  retesting  can  be  performed  at  either  the  single- 
module or  system  level.  At  the  single-module  level,  the  retesting  target  is 
a set  of  decision  outways  which  have  not  been  exercised.  Retesting  at  the 
system  level  involves  identification  of  target  modules  and  intermodule 
dependencies.  The  JAVS  reports  for  system-level  testing  and  retesting  were 
obtained  in  the  DOCUMENT  process.  Section  10  and  the  JAVS  Methodology  Report^ 
describe  system-level  retesting;  this  section  is  devoted  to  single-module 
retesting. 

Given  a partially  exercised  module,  the  retesting  objective  is  to  de- 
vise additional  test  cases  which  will  increase  the  testing  coverage.  Two 
questions  arise  in  addressing  the  task  of  single-module  retesting;  What  are 
the  targets  for  retesting?  And,  once  selected,  what  assistance  is  available 
to  exercise  the  targets? 

8.1  RETESTING  TARGETS 

The  DD-path  selection  criteria  should  attempt  to  maximize  collateral 
testing;  i.e.,  exercising  more  than  one  unexercised  decision  outway  with 
each  new  test  case.  Several  guidelines  can  be  used  to  aid  the  selection; 

1.  In  a cluster  of  unexercised  paths,  choose  an  untested  DD- 
path  that  is  on  the  highest  possible  control  nesting  level. 

(JAVS  statement  and  DD-path  coverage  reports  print  the 
nesting  level  number.)  This  selection  assures  a high  degree 
of  collateral  testing,  since  some  of  the  DD-paths  leading 

to  and  from  the  target  must  be  executed. 

2.  A reaching  set  is  a sequence  of  DD-paths  which  lead  to  a 
specified  decision  outway.  At  user  request,  JAVS  determines 
reaching  sets  to  include  or  exclude  iteration.  Choose  a 
DD-path  which  is  at  the  end  of  a long  reaching  set  as  the 
target.  In  addition  to  collateral  testing,  it  is  likely 
that  the  resulting  test  case  input  will  resemble  data 
which  corresponds  to  the  functional  nature  of  the  program. 

3.  If  a prior  test  case  carries  the  program  near  one  of  the 
untested  DD-paths,  it  may  be  more  economical  to  determine 
how  that  test  case  can  be  modified  to  execute  the  unexercised 
path.  JAVS  post-test  analysis  reports  (see  ANALYZER, HIT  and 
ANALYZER, DDF TRACE  in  the  Reference  Manual)  show  which  DD-paths 
were  executed  during  each  separate  test  case. 

4.  If  the  analyses  required  for  a particular  DD-path  selection 
are  difficult,  then  choose  a path  which  lies  along  the  lower 
level  portions  of  its  reaching  set.  This  can  simplify  the 
analysis  problem. 

5.  Analyze  the  untested  DD-path  predicate  (conditional  formula) 
in  the  reaching  set  for  "key"  variable  names  which  may  lead 
directly  to  the  input. 
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6. 


Choose  DD-paths  whose  predicates  evaluate  functional  boundaries 
or  extreme  condition^;  exercising  these  paths  frequently  uncovers 
program  errors. 

Most  of  these  guidelines  depend  upon  the  identification  of  DD-path 
reaching  sets.  One  of  the  tasks  performed  by  the  JAVS  testing  assistance 
processor  (ASSIST)  is  the  determination  of  these  sets. 

8.2  REACHING  SET  TASKS 

The  user  inputs  the  desired  path  number  to  be  reached,  and  ASSIST 
generates  the  reaching  set  of  paths  from  the  module  entry  or  from  a desig- 
nated starting  path  to  the  specified  path.  For  the  generated  set  of  paths, 
the  key  program  statements  are  printed,  including  the  necessary  outcome  of 
any  conditional  statements  which  are  essential.  The  user  may  specify 
iterative  or  noniterative  reaching  sets  to  be  generated. 

8.3  REACHING  SET  INPUT 

The  data  base  library  containing  syntax  and  structural  analyses  plus  a 
set  of  JAVS  commands  comprise  the  input  to  this  process. 

8.4  COMMANDS 

JAVS  standard  commands  must  be  used  to  identify  the  library,  JAVSTEXT, 
module,  DD-path  target  and,  optionally,  initial  DD-path  in  the  reaching  set. 
Multiple  module  selection  and  reaching  set  commands  may  be  used. 

OLD  LIBRARY  = <libname>. 

START. 

JAVSTEXT  = <text  name>. 

MODULE  = <modname>. 

ASSIST , REACHING  SET,  <target>,<initial>. 


END. 


other  REACHING  SET  commands  for  the 
current  module  or  other  module  selection 
and  REACHING  SET  commands 


The  target  and  initial  values  are  DD-path  numbers.  The  initial  value  is 
optional;  absence  of  the  initial  value  sets  the  beginning  path  to  1.  The 
user  can  request  the  iterative  reaching  set  by  using  the  command: 

ASSIST , REACHING  SET , <tar get> , <init ial> , ITERATIVE. 

8.5  REACHING  SET  OUTPUT 

Figure  8.1  shows  the  report  generated  by  the  command: 

ASS 1ST, REACHING  SET,  10. 
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The  source  listing  contains  only  the  key  statements  of  the  DD-paths 
that  lead  to  the  specified  decision  outway.  The  beginning  and  ending  DD- 
paths  are  noted.  Any  outway  which  must  be  taken  in  order  to  continue  in 
the  reaching  set  is  flagged  with  "essential  predicate." 


Figure  8.1  Test  Case  Assistance  REACHING  SET 
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8.6  PROCEEDING  FROM  REACHING  SETS 

The  process  of  relating  paths  which  are  targets  for  retesting  to  the 
input  for  generating  new  test  cases  is  highly  dependent  upon  the  design  of 
the  test  program.  JAVS  shows  what  code  segments  have  not  been  exercised 
by  the  data  and  the  program  paths  that  lead  up  to  any  selected  DD-path 
target.  The  tester  must  analyze  the  predicates  in  the  testing  targets  for 
important  variables  which  may  be  described  in  program  comments  or  docu- 
mentation. These  variables  can  be  traced  throughout  the  program  by  using 
the  JAVS  cross  reference  report  and  the  module  interdependency  and 
invocation  parameter  reports  (if  the  variables  are  passed  as  parameters). 

When  the  new  set  of  test  cases  is  generated,  it  can  be  added  to  the 
previously  input  data  or  executed  alone  by  the  instrumented  modules.  The 
results  of  this  Test  Execution  are  then  processed  by  the  post-test  analyzer 
to  see  if  the  coverage  is  satisfactory.  At  this  time,  the  user  may  see 
problems  in  the  software  which  require  code  changes.  The  JAVS  documentation 
reports  can  be  used  to  determine  the  effects  within  a single  module  or  within 
the  data  base  system  of  modules  that  the  code  modification  will  have.  Re- 
testing requirements  for  a changed  module  (or  modules)  include  those  modules 


8-3 


called  by  the  changed  module,  and  those  tests  which  cause  the  changed  module 
to  execute.  DEPENDENCE  output  provides  the  module  interdependencies;  ANALYZER 
output  identifies  the  test  cases  which  cause  the  execution  of  the  desired 
modules. 
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COMMAND  SUMMARY 


The  subset  of  JAVS  commands  which  will  enable  the  first-time  user  to 
process  his  source  code  are  summarized  in  Table  9.1.  The  command  streams  in 
Table  9.2  show  the  natural  order  of  processing  and  a typical  selection  of 
commands.  Instrumentation,  activity  2 in  Table  9.2,  is  shown  as  a separate 
activity  so  that  the  user  can  obtain  the  statement  numbers  needed  by  the 
PROBI  commands.  Instrumentation  can  be  performed  as  part  of  the  first 
activity  following  the  BUILD  LIBRARY  operation  if  the  user  wishes  to  manually 
insert  (through  a text  editor)  the  necessary  invocations  to  the  PROBI  data 
collection  routine. 

The  rules  for  JAVS  macro  command  usage  and  the  default  option  values 
are  described  in  Appendix  B.  For  a complete  description  of  all  JAVS  commands 
and  sample  output  each  command  produces,  see  the  Reference  Manual. 
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TABLE  9.1 
COMMAND  SUMMARY 


TASK 

COMMAND 

OPTIONS 

(1) 

Perfora  ayntax  and 
atmctural  aualyaca 
create  data  base 
library 

BUILD  LIBRARY 

*<Xibrary  naae>. 

(2) 

Generate  reporta  for 
dociaentatloo 

DOCUMENT 

,JAVST£XT  • <text  naine>, 
MODULE  • <naae-l>, . . . , 
<nane-n>. 

(3) 

Insert  test  caat 
Initiation 

probi.starttest  - 

<aodule  nanc>, 
<tcxt  none>, 
<statefflent  no.> 

,<test  case  name>, 
<traclng  level>. 

(*) 

Insert  test 
terainatlon 

probi.stoptest  - 

<aodule  naoe>, 
<text  name>, 
<atateaient  no.>. 

(3) 

Instruaentation 

PROBE 

,JAVSTEXT  ■ <text  name>, 

MODULE  - <nao€-l> 

<naiae-n>. 

(6) 

Post-test  analysla 

test 

.MODULE  ■ <name-l> , . . . , 
<naae-n> . 

(7) 

Retesting 

assist, reaching  set, 

<targec> 

,<lnitiai>, ITERATIVE, 
PICTl’RE 

TABLE  9.2 

SAMPLE  COMMAND  SETS 

ACTIVITY 

1 BUILD  LIBRARY. 

DOCUMENT . 

2 OLD  LIBRARY  - TEST. 

START. 

PROBl .STARTTFST  • <oodule  natne>, 

<JAV'STEX7  nam«>,<staceaent  no.>. 


PROBI  .STOPTEST  » <*odule  rvaftie>, 

<JAVSTFXT  namc>,<statcncnt  no.>. 
PROBE. JAVSTEXT  ■ <JAVSTEXT  namc>. 

Perfora  Test  Execution 

A OLD  library  • TEST. 

START . 

ANALYZER, MODLST. 

ANALYZER, DDPATHS. 

TEST. 
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10  TESTING  METHODOLOGY 

How  testing  is  to  be  accomplished  is  determined  by  answering  very 
specific  questions: 

• What  is  the  software  test  object?  (Sec.  10.1) 

• WTiat  are  the  available  resources  (e.g.,  hardware,  support  soft- 
ware, personnel,  test  tine  period,  test  tools)?  (Sec.  10.2) 

• What  are  the  test  goals?  (Sec.  10.3) 

• What  procedure  will  effectively  accomplish  the  goals?  (Secs. 

10.4  and  10.5) 

There  is  no  single  general  procedure  which  applies  to  all  testing 
situations.  Each  particular  testing  activity  is  distinct  and  should  be 
analyzed  to  determine  a suitable  testing  procedure.  This  suggests  that  the 
testing  process  itself  consists  of  three  distinct  phases:  (1)  identifying 

the  elements  of  the  test  activity,  (2)  preparing  a test  plan  and  (3)  carrying 
out  the  planned  tests.  The  remainder  of  this  section  addresses  the  problem 
of  practical  application  of  the  testing  methodology. 

10.1  SOFTWARE  TEST  OBJECT 

The  software  to  be  tested  is  called  the  software  test  object. 

10.1.1  Source  Language 

JAVS  deals  with  the  software  test  object  in  source  language  form.  This 
is  the  form  most  suitable  for  automated  testing  because  it  is  the  form  used  to 
create  and  to  modify  the  software.  JAVS  assumes  that  the  source  text  is  free 
from  errors  of  a syntactical  nature  (i.e.,  it  compiles  without  syntax-related 
errors) . 

10.1.2  Overall  Size 

JAVS  supports  testing  of  both  small  and  large  software  objects.  The 
software  may  consist  of  a single  module  or  it  may  be  hundreds  of  modules  in 
size.  The  total  source  may  range  from  a few  statements  to  tens  of  thousands. 
It  may  consist  of  one  or  more  compilation  units.  The  limitations  of  a 
specific  JAVS  implementation  are  restricted  by  direct  access  memory  size  and 
the  size  of  auxiliary  files  in  the  host  computer  system. 

10.1.3  Organization 

The  software  test  object  may  be  a complete  or  an  incomplete  program; 
it  may  be  organized  into  one  or  more  subsystems,  or  may  be  a utility  package. 
If  the  program  is  incomplete,  some  additional  software  must  be  supplied  for 
Test  Execution.  The  additional  software  may  be  either  operational  software 
or  test  software  which,  when  combined  with  the  software  test  object,  results 
in  a complete  program.  Although  the  additional  software  need  not  be  pro- 
cessed by  JAVS  in  source  form,  the  interfaces  to  the  software  test  object 
must  be  clearly  and  unambigously  defined  in  order  to  prepare  test  data. 

JOVIAL  requires  formal  interface  definitions  for  both  data  access  and  module 
invocation.  The  source  text  for  these  definitions  is  essential  for  JAVS- 
supported  testing. 


t 


I 

L 


1 


J 


10-1 


For  a very  large  software  system  consisting  of  many  hundreds  of 
I modules,  it  is  wise  to  partition  the  software  into  test  objects  of  tractable 

size.  Normally,  very  large  software  systems  are  designed  as  subsystems 
' according  to  some  functional  criteria.  If  the  subsystems  themselves  are 

. each  a collection  of  hierarchically  structured,  inter-related  components 

or  modules,  this  same  partitioning  may  also  be  suitable  for  testing  purposes. 
Miscellaneous  collections  of  low-level  utility  modules  which  are  invoked 
throughout  the  remainder  of  the  system  can  be  grouped  together  as  a separate 
subsystem. 

In  partitioning  the  software  test  object,  some  consideration  should 
also  be  given  to  the  resources  required  to  test  the  partition.  The  instru- 
mented software  requires  more  main  memory  from  code  expansion  of  the  soft- 
ware instrumentation  probes  and  more  computer  time  due  to  the  overload  of 
executing  the  probes.  A further  consideration  is  the  execution-time 
behavior  of  the  software  test  object.  During  test  execution  it  is  important 
to  designate  important  events  (e.g.,  file  activity,  link  loading,  major 
cycles)  which  separate  the  test  execution  into  a sequence  of  individual  tests. 
This  permits  the  tester  to  extract  more  detail  from  the  test  results.  Candi- 
date events  include  the  start  of  an  initialization  or  termination  process, 
the  start  or  conclusion  of  a new  test  case,  the  change  in  mode  of  behavior 
(e.g.,  from  normal  mode  to  error  mode),  opening  or  closing  of  files,  memory 
link  loading,  and  invocation  of  other  software  not  being  tested. 

To  properly  partition  large  software  test  objects,  the  tester  must 
use  documentation  supplied  with  the  software  for  guidance.*  The  supplied 
documentation,  which  may  be  manually  prepared,  may  not  correspond  exactly  to 
the  software  test  object,  since  more  often  than  not  this  type  of  documenta- 
tion does  not  reflect  the  current  version  of  the  software.  JAVS  documenta- 
' tion  capabilities  offer  automated  assistance  in  verifying  the  accuracy  of 

the  supplied  software  documentation.  For  example,  the  intermodule  dependence 
reports  give  a consise  picture  of  the  interface  of  one  set  of  modules  to  all 
referenced  modules.  Trial  partitions  of  the  software  may  be  defined  by  the 
users,  and  verified  with  these  reports  from  JAVS.  If  the  software  is  too 
large  to  be  processed  by  JAVS  as  a single  unit,  initial  partitioning  must  be 
based  on  supplied  documentation. 

10.1.4  Suitability  for  Testing 

There  are  additional  software  characteristics  which  affect  the  suita- 
bility of  the  test  object  to  JAVS-supported  testing.  These  are  a result  of 
assumptions  made  in  the  JAVS  implementation  itself.  For  example,  the  current 
JAVS  implementation  assumes  the  software  test  object  contains  no  recursion, 
has  no  concurrent  paths  during  execution,  and  is  not  time-critical. 

Some  software  design  characteristics  facilitate  JAVS  testing.  Among 
these  are: 

• Highly  modular,  structured  code 


See  Sec.  10.4  for  partitioning  criteria  according  to  software  structure. 
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Direct  correspondence  of  implemented  software  to  functional 
specifications 

Localization  of  code  controlling  important  events  in  software 
behavior  (e.g.,  new  test  case,  file  I/O,  link  loading) 

Identifiable  module  inputs  and  outputs 

Mnemonic  symbol  names 

Traceability  of  s>'mbols  to  input  symbols 

Existing  software  may  fortuitously  possess  some,  if  not  all,  of  these 
properties.  JAVS  testing  is  hampered  if  the  software  test  object  lacks 
these,  or  if  it  contains  logically  unreachable  code,  uses  borrowed  code,  or 
bypasses  normal  module  invocation  and  return  protocol  for  control  transfer. 

Software  may  also  be  deliberately  designed  to  take  advantage  of 
specific  JAVS  capabilities  such  as  use  of  imbedded  assertion  statements  for 
dynamic  checking  of  expected  behavior,  automated  documentation,  or  program 
performance  with  test  point  identification. 

10.2  TEST  RESOURCES 

The  resources  available  for  testing  must  be  identified  before  an 
approach  to  testing  can  be  determined.  These  include  the  computer  resources, 
data  for  executing  the  software,  the  members  of  the  test  team,  J.VVS  capa- 
bilities, and  the  time  frame  within  which  testing  must  be  completed. 

10.2.1  Computer  Resources 

All  computer  resources  (both  hardware  and  support  software)  used  by 
the  software  test  object  during  normal  execution  should  be  identified.  This 
information  is  usually  contained  in  software  documentation  or  can  be  ex- 
tracted from  sample  execution  runs.  For  example,  for  programs  which  execute 
under  control  of  an  operating  system,  the  hardware  and  software  requirements 
may  be  gleaned  from  reports  produced  by  the  system  loader  and  information 
extracted  from  job  control  statements.  If  the  program  is  overlayed  (i.e., 
different  parts  of  the  program  reside  in  main  storage  at  different  times), 
then  the  memory  layout  of  each  overlay  link  is  also  needed.  This  mapping 
of  the  test  software  onto  the  computer  is  referred  to  as  the  execution 
environment  of  the  program. 

Test  Execution  replicates  normal  execution  in  the  sense  that  the 
program  reads  its  own  inputs  and  produces  its  own  outputs.  Additional 
output  is  captured  from  the  instrumented  program  during  Test  Execution  for 
later  analysis  by  JAVS.  Test  Execution  differs  from  normal  execution  in  the 
following  ways; 

• Some  or  all  of  the  program  has  been  instrumented  to  capture 
execution  behavior  on  a test  file. 

0 Test  case  boundaries  are  identified  at  particular  test  points 
in  the  software. 
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• The  instrumented  code,  although  logically  equivalent  to  the 
uninstrumented  code  with  probes  added,  contains  references  to 
JAVS  probe  routines  which  are  added  to  the  load  sequence. 

• The  probe  test  file  is  recorded. 

The  major  effects  from  these  software  perturbations  are  the  increased  memory 
requirements  and  execution  time  due  to  code  instrumentation. 

10.2.2  Data  Requirements 

For  Test  Execution,  the  software  is  exercised  with  test  data  in  the 
test  environment.  This  data  may  be  generated  specifically  for  the  JAVS-supported 
test  activity,  or  may  be  taken  from  previous  execution  of  the  software,  or 
both.  Existing  test  data  as  well  as  results  from  tests  unsupported  by  JAVS 
can  be  invaluable  to  the  test  process,  especially  if  the  tests  reflect 
functional  requirements  of  the  software. 

10.2.3  Test  Team 

Testing  requires  that  the  test  team  be  capable  of  preparing  data, 
making  computer  runs  with  the  software,  and  analyzing  output  produced  during 
execution  tests.  In  addition,  JAVS-supported  testing  requires  that  the  test 
team  use  JAVS  capabilities  for  analyzing  the  software,  make  suitable  modifi- 
cations for  test  execution,  and  analyze  the  combined  test  results  from  the 
software  and  JAVS  (i.e.,  normal  output  from  the  software  together  with  JAVS 
post-test  analysis  of  coverage  derived  from  software  probes).  It  is  important 
that  the  test  team  have  more  than  superficial  knowledge  about  the  software 
test  object.  In  particular,  the  team  must  have  specification-level  knowledge 
of  functional  behavior,  at  least  limited  knowledge  of  program  structure  and 
* detailed  knowledge  of  operational  requirements. 

For  effective  use  of  JAVS,  the  test  team  must  understand  the  purpose 
of  each  of  JAVS  processing  capabilities  and  select  the  capability  applicable 
at  each  stage  during  the  particular  test  activity.  JAVS  can  be  used  to 
accelerate  testing.  For  example,  if  the  test  team's  knowledge  about  the 
software  structure  is  deficient  due  to  lack  of  detailed  documentation,  then, 
before  actual  testing,  the  JAVS  documentation  capability  can  generate  the 
detailed  information  about  inter-module  dependencies  derived  directly  from 
the  software.  The  additional  information  needed  about  each  module  to  attach 
meaning  to  the  invocation  structure  includes  each  module's  purpose,  its 
inputs  and  outputs,  and  the  interpretation  associated  with  data  processed  by 
the  module. 

10.3  TEST  GOALS 

The  overall  testing  goals  are  to  improve  the  quality  of  software 
through  testing  and  validation  of  test  results.  Detailed  testing  goals  are 
directly  related  to  the  type  of  testing  to  be  done:  single-module  testing 

or  system-wide  testing.  The  type  of  testing,  in  turn,  may  depend  on  the 
stage  of  software  development  and  previous  test  history  of  the  software 
test  object.  It  is  often  the  case  that  single-module  testing  is  most 
appropriate  during  the  code  development  phase  or  whenever  a module  has  been 


10-4 


changed  or  replaced  during  the  maintenance  phase.  System-wide  testing  is 
applicable  whenever  collections  of  modules  are  tested  (e.g. , in  software 
integration  and  maintenance  phases) . 

10.3.1  Single-Module  Testing 

For  single-module  testing,  the  testing  process  for  complete  coverage 
has  a single  objective:  to  construct  a usefully  small  set  of  test  cases 

which,  in  aggregate,  cause  execution  of  each  DD-path  in  the  module  at  least 
once.  Real  programs  may  have  DD-paths  which  cannot  be  exercised,  no  matter 
what  input  values  are  used.  An  alternate  goal  is  to  exercise  each  DD-path 
that  can  be  exercised  at  least  once,  and  for  each  DD-path  that  cannot  be 
exercised  to  provide  a detailed  explanation  why  it  cannot.  Programs  which 
have  been  tested  to  this  level  will  meet  the  following  criteria: 

• Each  statement  in  the  program  will  have  been  executed  at 
least  once. 

• Each  decision  in  the  program  will  have  been  brought  to  each 

of  its  possible  outcomes  at  least  once,  although  not  necessarily 
in  every  possible  combination. 

More  stringent  test  goals  include  exercising  each  pair  of  DD-paths  that  can 
be  exercised  in  a single  test,  exercising  all  possible  levels  of  iteration, 
and  exercising  all  possible  program  flows  (the  last  is,  in  general,  not 
possible) . 

10.3.2  System-Wide  Testing 

For  system-wide  testing,  the  testing  goal  is  a straightforward  exten- 
sion of  the  single-module  testing  goal:  to  construct  a usefully  small  set 

of  test  cases  which  exercise  as  many  DD-paths  as  possible,  out  of  the 
aggregate  set  of  DD-paths  in  all  modules  in  the  system.  The  coverage 
measure  may  be  an  overall  percentage  of  DD-paths  exercised,  the  percentage 
of  DD-paths  exercised  in  the  least  tested  module,  or  the  percentage  of 
DD-paths  exercised  for  the  least  tested  subsystem  of  modules. 

A more  stringent  test  goal  would  measure  coverage  in  relation  to 
module  location  on  the  invocation  hierarchy.  For  example,  any  modules 
which  are  referenced  by  more  than  one  other  module  might  have  its  coverage 
separately  determined  for  each  referencing  module. 

10.4  TESTING  STRATEGY 

In  previous  subsections  the  discussions  have  focused  on  defining  the 
software  test  object  and  collecting  information  about  its  structure, 
operation,  and  the  effects  of  using  JAVS  in  testing.  This  subsection  pre- 
sents a general  methodology  for  testing  a software  system  and  gives  guide- 
lines for  effective  JAVS  usage.  The  sequence  of  major  steps  for  testing 
with  JAVS  are: 

1.  Understand  software  system  functional  requirements 

2.  Generalize  modes  of  system  behavior 

3.  Define  system  hierarchical  structure 
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Develop  test  plans  keyed  to  modes  of  behavior  and  software 
structure 

Execute  functional  tests 

Develop  structure  based  tests  for  increased  coverage 

10.4.1  System  Behavior 

Information  about  software  (i.e.,  expected  system  response  to  inputs) 
functional  requirements  is  usually  contained  in  the  system  specification 
documeifts  and  software  program  documentation.  For  complex  programs  there 
may  be  more  than  a single  mode  of  system  behavior.  For  example,  a data  base 
management  system  may  have  a primary,  high-priority  mode  which  handles  user 
commands  interactively,  and  a secondary,  background  mode  which  generates 
periodic  reports  on  system  usage.  Other  modes  of  system  behavior  may  include 
error  processing  or  operation  under  degraded  conditions  (e.g.,  with  an  in- 
complete or  garbled  data  base) . If  there  is  more  than  one  mode  of  expected 
behavior,  each  should  be  identified  and  named. 

10.4.2  System  Structure 

Having  defined  the  system  modes,  an  attempt  should  be  made  to  relate 
each  mode  to  a hierarchical  structure  of  the  program.  There  are  several 
kinds  of  structure  in  a computer  program:  data  structure  is  the  organization 

of  the  data  on  which  the  program  operates,  computation  structure  describes 
the  program's  operations  on  the  data,  and  control  structure  is  the  means  of 
organizing  the  computations  in  the  software.  The  control  structure  is  the 
kind  directly  dealt  with  by  the  testing  methodology.  The  other  kinds  of 
structure  are  tested  only  insofar  as  they  interact  with  the  control  structure. 

Large  software  systems  are  usually  organized  into  a series  of  sub- 
systems, subsystems  into  components,  and  components  into  modules.  This 
state  organization  describes  the  way  the  individual  elements  of  the  system 
depend  on  one  another  without  regard  to  the  way  program  control  flows  up  and 
down.  The  dynamic  organization  of  a software  system  is  the  structure  which 
results  from  considering  the  effects  of  all  invocations  between  modules, 
components,  and  subsystems.  It  is  usually  called  the  invocation  hierarchy 
of  the  software  system.  The  testing  methodology  deals  with  the  dynamic 
organization.  Normally,  program  documentation  will  identify  the  static 
organization  of  software  modules.  The  dynamic  organization  can  be  derived 
from  more  detailed  documentation  and  verified  with  JAVS  documentation 
capabilities  showing  intermodule  dependencies. 

For  each  named  mode  of  behavior  a software  description  should  be 
developed  which  identifies  the  modules  invoked,  the  specified  input  domain 
of  each  module,  and  the  expected  system  performance.  Existing  software 
documentation  may  not  contain  sufficient  information  to  document  each 
behavior  mode  separately.  It  may  be  necessary  to  execute  a limited  number  of 
functional  tests  with  the  software  instrumented  at  the  module-invocation 
level  to  determine  which  modules  are  invoked  and  under  what  conditions. 
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10.4.3  Test  Plans 

To  minimize  testing  effort,  test  plans  should  be  developed  which  are 
keyed  to  the  named  modes  of  behavior  and  to  software  structure.  Each  test 
plan  should  identify  one  or  more  functional  tests  for  initial  testing,  as 
well  as  the  software  structures  to  be  tested.  It  is  often  the  case  that  more 
than  one  substructure  of  the  software  system  will  be  exercised  with  a given 
test  case.  Such  "collateral"  testing  can  greatly  reduce  the  overall  testing 
effort.  Each  test  plan  should  contain  the  following  information  for  each 
functional  test: 

• A name  identifying  the  test 

• What  function  is  tested 

• The  primary  code  structure  tested 

• Collateral  code  structures  tested 

0 A description  of  the  resources  required 

• The  expected  performance 

• Criteria  for  evaluating  the  test 

All  these  items  are  commonly  called  for  in  test  plans  for  software  acceptance 
tests.  Whenever  appropriate,  use  should  be  made  of  existing  functional  tests 
and  test  plans.  The  major  distinction  between  testing  with  and  without  JAVS 
is  that  with  JAVS  there  is  an  orderly  progression  of  testing  from  the  initial 
tests  through  well-defined  steps  to  achieve  the  desired  testing  coverage,  in 
addition  to  satisfying  the  test  criteria.  Quite  often,  additional  tests  to 
achieve  increased  coverage  are  derived  from  the  initial  functional  tests. 

10.4.4  Executing  the  Functional  Tests 

Before  processing  with  JAVS,  each  of  the  initial  functional  tests 
should  be  used  to  exercise  the  software  and  to  evaluate  the  output  against  the 
test  criteria.  This  is  important  for  two  reasons: 

• It  provides  a baseline  set  of  output  from  the  uninstrumented 
software  for  purposes  of  later  comparison  with  output  from 
the  instrumented  software 

• It  demonstrates  the  ability  of  the  test  team  to  prepare  test 
data,  execute  the  program,  and  interpret  results. 

This  step  requires  that  the  program  be  complete,  the  source  code  be  compiled 
error-free,  and  that  test  output  shows  acceptable  execution  (though  not 
necessarily  expected  program  behavior) , 

The  next  step  is  to  execute  each  of  the  functional  tests  with  instru- 
mented software  and  determine  initial  coverage.  This  requires  the  JAVS 
processing  to  build  the  library  (BASIC  and  STRUCTURAL) , instrument  appro- 
priate portions  of  the  software  (INSTRUMENT),  compile  and  execute  the 
instrumented  software  with  the  JAVS  probe  routines  (Test  Execution),  and 
obtain  coverage  reports  (ANALYZER) . It  is  very  important  that  normal  pro- 
gram output  from  Test  Execution  be  checked  against  the  baseline  output.  If 
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discrepancies  exist  between  the  two,  this  is  direct  evidence  that  the  addition 
of  instrumentation  has,  in  some  way,  exposed  a software  malfunction.  Some  of 
the  reasons  for  this  type  of  error  are: 

• The  software  test  object  is  sensitive  to  time  or  space  pertur- 
bations (i.e.,  it  is  not  suitable  for  JAVS  testing). 

• The  addition  of  probe  routines  was  not  properly  accomplished 
(e.g.,  they  were  placed  in  the  wrong  overlay  link). 

• The  test  data  or  test  environment  is  different  from  that  of 
the  baseline  test. 

• The  computation  process  has  caused  the  malfunction  (e.g.,  using 
the  wrong  COMPOOL  to  compile;  inconsistent  code  generated  by 
the  compiler) . 

• Computer  resources  are  inadequate  to  process  instrumented  code. 

JAVS  capability  for  evaluating  test  effectiveness  (ANALYZER)  provides 
a detailed  and  comprehensive  analysis  of  testing  coverage.  Reports  on 
execution  tracing,  module  and  path  coverage,  timing,  and  modules  and  paths 
not  exercised  are  generated.  For  the  initial  functional  tests  this  infor- 
mation should  be  evaluated  in  some  detail  since  it  represents  the  point  of 
departure  for  subsequent  testing.  Since  JAVS  only  assists  the  test  team  in 
preparing  the  software  for  Test  Execution,  the  initial  coverage  results  may 
not  accurately  reflect  actual  coverage.  For  example,  in  JAVS  the  tester 
selects  the  placement  of  a "beginning  of  test"  signal  and  an  "end  of  test" 
signal  to  the  probe  routines  and  they  in  turn  record  coverage  only  during  the 
user-selected  interval  of  execution.  Thus  coverage  reports  are  limited  to 
code  executed  within  this  interval.  Some  reasons  for  unexpected  coverage 
results  are: 

• The  functional  test  does  not  exercise  the  expected  modules 
at  all. 

• The  selection  of  test  point  placement  is  improper. 

• The  selection  of  modules  to  instrument  is  not  compatible 
with  the  functional  test,  perhaps  indicating  erroneous 
definition  of  system  substructure. 

If  anomalous  results  occur  at  this  point  it  is  important  to  review  decisions 
made  during  the  previous  steps  in  the  testing  process  before  proceeding. 

10.4.5  Structure-Based  Testing 

Once  the  test  team  is  confident  of  the  quality  achieved  in  obtaining 
initial  functional  test  results,  testing  proceeds  with  JAVS  assistance  as 
follows : 

• Selecting  a testing  target  from  information  in  JAVS  coverage 
reports  for  previous  tests 

• Constructing  new  tests  to  mirror  coverage  using  JAVS  retesting 
assistance 
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• Performing  Test  Execution  with  new  tests  capturing  software 
behavior  data 

• Analyzing  test  results  from  JAVS  coverage  reports 

These  steps  are  repeated  until  the  test  coverage  objectives  have  been  met. 

Software  testing  can  be  performed  at  the  single-module  or  system  level. 
At  the  single-module  level,  the  retesting  target  is  a set  of  DD-paths  which 
have  not  been  exercised. 


Retesting  at  the  system  level  involves  identification  of  target  modules 
with  low  coverage  and  analysis  of  intermodule  dependencies.  Single-module 
testing  may  be  viewed  as  part  of  system-wide  testing.  In  order  to  construct 
new  test  cases,  information  about  the  control  structure  of  the  module  and 
its  input  domain  is  used.  The  relationship  of  the  module's  input  domain  to 
the  system  input  data  must  be  determined  in  order  to  test  the  module  in  its 
normal  environment  (i.e.,  its  position  in  the  invocation  structure  of  the 
software  system).  This  may  prove  difficult,  or  not  at  all  possible,  since 
communication  paths  to  the  module  may  be  blocked  (e.g.,  by  protective  code 
or  lack  of  knowledge  of  the  test  object).  If  this  is  the  case  a special 
test  environment  may  be  needed  to  thoroughly  exercise  the  module. 


10.4.6  Testing  Assessment 


At  the  conclusion  of  the  testing  an  assessment  should  be  made  of  the 
results.  This  summary  should  include  the  following: 


• Documentation  of  the  methods  and  extent  of  testing:  strategv 

for  testing,  coverage  achieved,  test  cases  used,  dynamic  behavior 
modes  tested,  and  identification  of  logically  unreachable  code 

• Determination  of  the  consistency  between  the  software  functional 

specifications:  what  specific  functions  are  implemented,  what 

unspecified  functions  are  implemented,  what  unspecified  restric- 
tions are  embedded 

• Evaluation  of  existing  software  documentation:  errors, 

inconsistencies,  missing  information,  superfluous  information 


10.5  GENERAL  STRATEGY 


The  best  approach  for  systematically  testing  a large  software  system 
will  depend  on  the  specifics  of  that  system's  elements;  it  is  not  possible 
to  state  a universally  applicable  strategy.  Mixtures  of  the  top-down  and 
bottom-up  approaches  may  well  cost  the  least,  and  may  result  in  the  greatest 
testing  coverage. 

The  results  of  a test  activity  depend  to  a large  extent  on  the 
capability  and  ingenuity  of  the  test  team.  JAVS  does  offer  tools  not 
previously  available  to  make  testing  more  effective.  Application  of  those 
tools  to  particular  situations  is  the  responsibility  of  the  testers.  There 
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are  however,  some  guidelines  for  selecting  the  most  appropriate  JAVS 
capabilities  for  particular  situations,  and  some  of  these  are  described 
below. 


Incomplete  documentation.  Use  JAVS  resources  to  build  the  library 
(BASIC  and  STRUCTURAL)  and  obtain  documentation  reports  on  the 
software  (DOCUMENT).  Construct  missing  documentation  needed  to 
start  testing. 

Incomplete  software.  Use  JAVS  resources  to  build  the  library  (BASIC 
and  STRUCTURAL)  and  obtain  documentation  reports  on  the  software 
(DOCUMENT).  To  complete  test  environment,  first  identify  top-level 
modules  and  external  library  dependencies.  Next,  construct  a driver 
for  each  top-level  module:  Use  JAVS  module  invocation  definition 

and  cross  reference  for  calling  protocol  and  input  domain.  Provide 
stubs  (i.e.,  dummy  modules)  for  externals  which  are  referenced 
but  are  not  present  on  system  or  auxiliary  libraries:  Use  JAVS 

module  invocation  references  for  calling  protocol.  Documentation 
supplied  with  the  software  should  be  consulted  for  module  interface 
specifications. 

Single-module  testing.  Use  unexercised  DD-paths  report  (ANALYZER, 
NOTHIT)*  to  identify  potential  test  target  paths.  To  get  the  control 
nesting  level  of  unexercised  DD-paths,  use  the  module  listing 
(PRINT, MODULE)*  or  DD-path  definitions  report  (PRINT.DD PATHS) .* 

Use  control  flow  picture  (ASSIST, PICTURE)*  for  an  overview  of 
module  structure.  Select  testing  target  from  reaching  set  for  target 
path  (ASSIST, REACHING  SET)*  and  determine  module  inputs  which  cause 
target  path  to  execute.  Generate  test  data  (see  below). 

Svstem-wide  testing.  Use  module  coverage  summary  and  DD-path  coverage 
summary  to  identify  potential  test  target  modules.  For  any  module 
never  invoked  use  inter-module  dependencies  (DOCLTIENT)  to  determine 
what  modules  cause  it  to  be  invoked  directly  and  indirectly  through 
other  modules.  Identify  which  higher  level  modules  were  executed. 

Using  cross  reference  reports  together  with  inter-module  dependence 
reports  to  identify  what  modules  affect  invocation,  modify  test  data 
to  cause  invocation  of  target  module.  Several  cycles  of  top-down 
testing  may  be  required  if  the  unexercised  inter-module  control 
structure  is  at  all  complex.  Apply  single-module  testing  techniques 
to  increase  intra-module  coverage. 

Unknown  behavior.  Plant  document  probes  (PROBD)  to  capture  imbedded 
descriptive  information  in  test  execution  trace.  Examine  test  trace 
report  to  identify  behavior  with  probe  location.  Use  results  to  select 
appropriate  test  points. 

Unexpected  behavior.  Use  JAV'S  assertion  statements  to  isolate  causes. 
At  the  beginning  of  the  module,  insert  assertion  statements  for 
expected  condition  of  module  inputs.  At  the  end  of  module,  where 
control  is  returned.  Insert  assertion  statements  for  expected 

See  Sec.  5,  JAVS  Reference  Manual,  under  the  command  headings. 
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conditions  of  module  outputs.  At  intermediate  locations  in  the  module, 
insert  assertion  statements  for  expected  conditions  of  module  behavior. 
Examine  Test  Execution  output  for  report  of  unexpected  behavior. 

There  .<re  several  side  benefits  to  be  realized  from  testing.  For 
example,  the  .oftware  can  be  optimized  by  removal  of  unreachable  code  or  code 
which  implements  extraneous  functions.  JAVS  documentation  reports  are  useful 
here  in  determining  the  extent  of  changes  to  the  software  (e.g.,  modules  and 
data  structures  affected)  and  the  amount  of  retesting  necessary  after 
software  modifications  have  been  made. 
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JAVS  COMMANDS  (DEFAULTS  UNDERLINED) 

STEP 

ALTER  LIBRARY  = <libname>. 

(Universal) 

ANALYZER. 

ANALYZER 

ANALYZER, ALL. 

ANALYZER 

ANALYZER, ALL  MODLT.ES. 

ANALYZER 

ANALYZER, CASES  = <number>. 

ANALYZER 

ANALYZER, DDPATHS. 

ANALYZER 

ANALYZER , DDPTRACE . 

ANALYZER 

ANALYZER, FACTOR  = <percent-increase> . 

ANALYZER 

ANALYZER, HIT. 

ANALYZER 

ANALYZER.MODLST. 

ANALYZER 

ANALYZER , MODTRACE . 

ANALYZER 

ANALYZER, MODULE  = <name-l> , <name-2> , . . . ,<name-n> . 

ANALYZER 

ANALYZER, NOTHIT. 

ANALYZER 

ANALYZER, SUMMARY. 

ANALYZER 

ANALYZER, TIME. 

ASSIST,CROSSREF,JAVSTEXT  = <text-name-l> , <text-name-2> , . . . , 

ANALYZER 

<text-name-n> . 

ASSIST 

ASSIST, CROSSREF, LIBRARY. 

ASSIST 

ASSIST, PICTURE. 

ASSIST 

ASSIST,PICTURE{ .CONTROL} {, NOSWITCH} . 

ASS I ST, REACHING  SET,<number-to>{ , <number-f rom> } 

ASSIST 

{ .PICTURE { , ITERATIVE } } . 

ASSIST 

ASSIST, STATEMENTS . 

ASSIST 

BASIC. 

BASIC 

BASIC, CARD  IMAGES  = ON/OFF. 

BASIC 

BASIC, COMMENTS  = ON/OFF. 

BASIC 

BASIC, DEFINES  = ON/OFF. 

BASIC 

BASIC, ERRORS  = ON/OFF/LIMIT/TRACE. 

BASIC 

BASIC, SYMBOLS  = ON /OFF/PARTIAL. 

BASIC 

BASIC. TEXT  - COMPUTE/BOTH/PRESET/ JAVSTEXT. 

BASIC 

'BUILD  LIBRARY  {=  < library  name>}. 

BASIC, 

STRUCTURAL 

CREATE  LIBRARY  = <libname>. 

•k 

Can  be  used  only  with  the  overlay  version. 

(Universal ) 
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JAVS  COMMANDS  (DEFAULTS  UNDERLINED) 


STEP 


DEPENDENCE, BANDS. 

DEPENDENCE , BANDS  = <number>. 

DEPENDENCE , GROUP , AUXLIB . 

DEP  ENDENCE , GROUP , LIBRARY . 

DEPENDENCE, GROUP , MODLT.es  = <name-l> , <name-2> , . . . , <name-n> . 
DEPENDENCE, PRINT, INVOKES. 

DEPENDENCE , SITIMARY . 

DEPENDENCE, TREE. 

DESCRIBE  = ON/OFF. 

^DOCLTENTi , JAVSTEXT=< texc-name>{ ,MODULE=<name-l> , . . . } } . 


END. 

END  FOR. 

FOR  JAVSTEXT. 

FOR  LIBRARY. 

FOR  MODULE  = <name-l> , <name-2> , . . . , <name-n> . 

INSTRUMENT. 

INSTRLTENT,MODE  = INTOCATION/DDP.ATHS /DIRECTIVES /FULL. 
INSTRUMENT, PROBE, DDPATH  = <probe-name> . 

INSTRUMENT, PROBE, MODULE  = <invocation-name> . 

INSTRUMENT, PROBE, TEST  •=  <test-name>. 

INSTRL'>ENT,STARTTEST  = <modname>  , < textname> , <stmt . no  . > 
{ .<TESNAM>;{  ,<TFLAG>). 

INSTRUMENT , STOPTEST  = <modname> , < textname> , 

<stmc.  no.>. 

JAVSTEXT  = < text-name> . 

.'■ERGE. 

.MODULE  = <name>. 

OLD  LIBRARY  = <libname>. 

* 

Can  be  used  only  with  the  overlay  version. 
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DEPENDENCE 

DEPENDENCE 

DEPENDENCE 

DEPENDENCE 

DEPENDENCE 

DEPENDENCE 

DEPENDENCE 

DEPENDENCE 

(Universal) 

ASSIST, 

DEPENDENCE, 

(Universal) 

(Universal) 

(Universal) 

(Universal) 

(Universal) 

(Universal) 

INSTRUMENT 

INSTRUMENT 

INSTRUMENT 

INSTRUMENT 

INSTRUMENT 

INSTRUMENT 

INSTRUMENT 

(Universal) 


(Universal) 

(Universal) 


(Universa 
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JAVS  COMMANDS  (DEFAULTS  UNDERLINED) 

STEP 

PRINT, DDP. 

(Universal) 

PRINT, DDPATHS. 

(Universal) 

PRINT, DMT. 

(Universal) 

PRI.NT, JAVSTEXT  = <text-name-l>,  INSTRUMENTED  = ALL. 

(Universal) 

PRINT, JAVSTEXT  = <text-name>, INSTRUMENTED  = <name-l>, 
■^name-  2 > , . . . , <name-n  > . 

(Universal) 

PRINT, JAVSTEXT  = <text-name>. 

(Universal) 

PRINT, MODULE. 

(Universal) 

PRINT, SB. 

(Universal) 

PRINT, SDB. 

(Universal) 

PRINT, SLT. 

(Universal) 

PRINT, STB. 

(Universal) 

*PROBE { .JAVSTEXT  = <text-name> { .MODULE  = <name-I> ,...}} . 

INSTRUMENT, 

(Universal) 

INSTRUMENT, 

(Universal) 

INSTRL’MENT, 

(Universal) 

(Universal) 

(Universal) 

(Universal) 

(Universal) 

(Startup) 

STRUCTURAL 

STRUCTURAL 

ANALYZER, 

(Universal) 


*PROBI , STARTTEST  = <modname>, <textname>, <stmt.  no.> 
V,TESNAM}{,TFLAG}. 

*PROBI , STOPTEST  = <modnarae>, <textname>, <stmt.  no.>. 
PUTSCH,  JAVSTEXT  = <text-name>. 

PUNCH, JAVSTEXT  = < t ex t-name>, INSTRUMENTED  = ALL. 

PUNCH,  JAVSTE.XT  = <text-name>,  INSTRUMENTED  = <name-l>, 
<name-2> , . . . , <name-n> . 

PUNCH, MODULE. 

START. 

STRUCTURAL. 

STRUCTURAL, PRINT  = SUMMARY /DEBUG. 

*TEST{ .MODULE  = <name-l> , <name-2> , . . . <name-n> } . 


•k 

Can  be  used  only  with  the  overlay  version. 
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JAVS  MACRO  COMIUNDS 


B-1 


B.l  INTRODUCTION 


To  facilitate  the  use  of  JAVS,  four  new  commands  were  added  to  the 
existing  set  of  processing  commands.  These  "macro"  commands  combine  the 
most  commonly  used  commands  from  the  standard  set  and  must  be  used  with  the 
linked  version  of  JAVS.  The  macro  commands  may  be  used  one  at  a time,  all 
together,  or  in  combination  with  the  standard  set  of  commands.  The  combina- 
tion of  commands  requires  understanding  the  expansion  of  commands  which  each 
macro  generates;  thus,  the  user  is  urged  to  review  Sec.  B.2  carefully.  The 
four  macro  commands  are: 

1.  BUILD  LIBRARY  [=<name>]. 

2.  PROBE  [,JAVSTEXT  = <text-name> [, MODULE  = <name-l>,  <name-2>, 

. . . <name-n> ] ] . 

3.  TEST [, MODULE  = <name-l>,  <name-2>,  ...,  <name-n>]. 

4.  DOCLTIENT  [.JAVSTEXT  = <text-name> [, MODULE  = <name-l>,  <name-2>, 
...  <name-n>]]. 


Brackets  []  indicate  optional  information.  Each  option  generates  a 
different  set  of  standard  commands. 

B.2  EXPANSION  OF  MACRO  COMMANDS 

Unless  the  user  supplies  the  library  identification  and  start  commands, 
the  first  occurrence  of  a macro  command  in  the  command  set  generates  the 
standard  commands: 

CREATE  LIBRARY  = TEST. 

START. 

or 

OLD  LIBRARY  = TEST. 

START. 

All  macros  except  BUILD  LIBRARY  generate  the  OLD  LIBRARY  command. 

B.2.1  Syntax  and  Structural  Analysis 

BUILD  LIBRARY,  generates  commands: 

CREATE  LIBRARY  = TEST. 

START. 

BASIC,  COMMENTS  = OFF. 

BASIC. 

FOR  LIBRARY. 

STRUCTURAL . 

END  FOR. 


BUILD  LIBRARY  = <name>.  generates  commands: 


! 


CREATE  LIBRARY  = <name>. 
START . 

BASIC, COMMENTS  = OFF. 
BASIC. 

FOR  LIBRARY. 

STRUCTURAL. 

END  FOR. 


B.2.2  Documentation  Reports 


DOCLDIENT . generates  commands: 


ASSIST,  CROSSREF,  LIBRARY. 
DEPENDENCE,  GROUP,  LIBRARY. 
DEPENDENCE,  GROUT,  AUXLIB. 
DEPENDENCE,  SLDIMARY. 

FOR  LIBRARY. 

PRINT, MODULE. 

DEPENDENCE,  BANDS=5 
DEPENDENCE,  PRINT,  INVOKES. 
END  FOR. 


DOCl'MENT,  JAVSTEXT  = <text  name>  . generates  commands 

ASSIST,  CROSSREF,  LIBRARY. 

DEPENDENCE,  GROUP,  LIBRARY. 

DEPENDENCE,  GROUP,  AUXLIB. 

DEPENDENCE,  SL’M>URY. 

JAVSTEXT  = < text  name>. 

FOR  JAVSTEXT. 

PRINT,  MODULE. 

DEPENDENCE,  BANDS  = 5. 

DEPENDENCE , PRINT , INVOKES . 

END  FOR. 


DOCl'MENT,  JAVSTEXT  = <text-name>,  MODULE  = <name-l> 

<name-n> . generates  commands: 


ASSIST,  CROSSREF,  LIBRARY. 

DEPENDENCE,  GROUP,  LIBRARY. 

DEPENDENCE,  GROUT,  AUXLIB. 

DEPENDENCE,  SUTIMARY. 

JAVSTEXT  = <text  name> . 

FOR  MODULE  = <name-I>,  <name-2>,  ...,  <name-n> . 
PRINT,  MODULE. 

DEPENDENCE,  BANDS  = 5. 

DEPENDENCE,  PRINT,  INVOKES. 

END  FOR. 
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B.2.3  Instrumentation 


PROBE,  generates  commands: 

JAVSTEXT  = *NOJAVS*. 

FOR  JAVSTEXT. 

INSTRUMENT. 

END  FOR. 

PUNCH, JAVSTEXT  = *NOJAVS*,  INSTRUMENTED  = ALL. 

PROBE,  JAVSTEXT  = <text  name>.  generates  commands: 

JAVSTEXT  = <text  name>. 

FOR  JAVSTEXT. 

INSTRUMENT . 

END  FOR. 

PUNCH,  JAVSTEXT  = <text  name>,  INSTRLTiENTED  = ALL. 

PROBE,  JAVSTEXT  = <text  name>,  MODULE  = <name-l>,  <name-2>,  .... 
<name-n> . generates  commands: 

JAVSTEXT  = <text  name>. 

FOR  MODULE  = <name-l>,  ....  ^name-n>. 

INSTRL'MENT . 

END  FOR. 

PUNCH,  JAVSTEXT  = <text  name>,  INSTRUMENTED  = <name-l>, 

....  <name-n> . 

B.2.4  Test  Boundary  Insertion  (quasi-macro  commands) 

In  order  to  identify  test  cases  and  control  the  recording  of  data  on 
the  AUDIT  file,  the  user  must  supply  invocations  to  the  data  collection 
routine,  PROBI.  The  invocations  can  be  manually  inserted  prior  to  Test 
Execution,  or  they  can  be  automatically  inserted  during  instrumentation. 

The  PROBI  commands  cause  JAVS  to  insert  an  invocation  to  PROBI  for 
identifying  a new  test  case  or  terminating  the  test.  The  commands  are  of 
the  form: 

PROBI, STARTTEST  - <m-name>,  <t-name>,  <no . >{ , <TESNAM> , <TFLAG> } . 
PROBI, STOPTEST  “ <m-name>,  <t-name>,  <no.>. 

where 

m-name  » module  name 
t-name  = Javstext  name 
no.  = statement  number 

TESNAM  = test  case  identifier  DEFAULT  = 8H(CASE  ) 

TFLAG  “ tracing  level  DEFAULT  = 2 


The  command  options  must  be  given  in  the  order  shown  above.  The  user 
must  specify  the  module  and  JAVSTEXT  names  in  which  the  PROBI  invocation  is 
to  be  inserted.  The  user  must  also  specify  the  statement  number  (using  the 
statement  number  presented  in  the  JAVS  module  listing)  before  which  the  in- 
vocation is  to  be  inserted.  The  user  may  specify  the  statement  number  to  be 
0.  This  results  in  placing  the  PROBI , STARTTEST  call  immediately  prior  to  the 
first  software  probe  (at  the  first  executable  statement)  and  the  PROBI , STOPTEST 
call  immediately  preceeding  each  exit  from  the  module. 

TESNAM  and  TFLAG  are  the  two  input  parameters  to  PROBI.  If  these  para- 
meters are  not  specified  in  this  command,  the  default  values  will  be  used, 
causing  tracing  of  module  invocations  and  returns.  TESNAM  may  be  up  to  eight 
characters;  TFLAG  may  be  1,  2,  or  3.  A maximum  of  ten  PROBI , ST.ARTTEST  com- 
mands can  be  used  for  a single  PROBE  command.  The  module  and  JAVSTEXT  names 
may  be  different  in  each  command. 

The  PROBI  commands,  if  used,  must  precede  the  PROBE  macro  command(s). 

.Any  module  specified  in  a PROBI  command  must  be  specified  in  the  PROBE  macro 
command . 

B.2.5  Post-Test  Analysis 

TEST,  generates  commands: 

ANALYZER,  ALL  MODULES. 

ANALYZER,  SLT'IMARY . 

ANALYZER,  NOTHIT. 

A.NALYZER,  MODTRACE. 

ANALYZER. 

TEST,  MODULE  = <name-l>,  <name-2>,  ...,  <name-n>.  generates  commands: 

ANALYZER,  MODULE  = <name-l>,  ...,  <name-n> . 

A.NALYZER,  SL^MMARY. 

ANALYZER,  NOTHIT. 

ANALYZER,  MODTRACE. 

ANALYZER. 


Note : 


After  the  last  command  is  read  by  the  macro  command  processor,  an  "END.” 
standard  command  is  generated. 
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C . 1 INTRODUCTION 

The  files  used  in  JAVS  processing  are  listed  in  Table  C.l  together 
with  important  characteristics  about  each  file.  On  systems  which  allocate 
files  by  number  (e.g.,  GCOS)  the  file  number  is  used;  on  those  which  allocate 
the  file  by  name  (e.g.,  GOLETA) , the  file  name  is  used.  The  data  structure 
column  indicates  the  contents  of  the  file.  The  mode  indicates  how  JAVS 
references  the  file.  The  storage  form  and  record  format  describe  how  the 
data  is  recorded.  The  recommended  allocation  suggests  an  appropriate  type 
of  system  file,  keeping  in  mind  that  random  files  must  be  on  direct  access 
devices  and  sequential  files  may  be  on  either  direct  access  devices  or  serial 
devices.  The  usage  indicates  how  each  file  is  utilized  for  different  types 
of  JAVS  processing. 

The  JAVS  Reference  Manual^  contains  a detailed  description  of  file  usage 
for  each  processing  step. 

C.2  RANDOM  FILES 

LIBOLD  and  LIBNEW  are  used  for  the  JAVS  data  base  library.  LIBWSP 
is  always  used  for  working  space.  On  all  of  these  random  files,  the  JAVS 
Storage  Manager  allocates  space  for  each  JAVS  table  in  contiguous  groups 
of  500  words  called  "fragments."  Each  file  is  treated  internally  as  a word- 
addressable  file,  although  it  may  be  recorded  in  another  form  (e.g.,  as 
fixed-length  records).  The  wrapup  summary  at  the  end  of  each  JAVS  execution 
contains  the  current  size  for  each  of  these  files. 

C.3  SEQUENTIAL  FILES 

C0MM.AN  and  COMAUX  are  used  for  JAVS  commands.  COMMAN  has  a card  image 
record  for  each  command  line;  COMAUX  (always  shorter  than  COMMAN)  is  used  to 
store  the  commands  within  an  iteration  sequence.  COMMAN  must  always  be  al- 
located for  any  processing  step.  COMAUX  must  be  allocated  whenever  any  FOR 
command  is  used. 

LOUT  contains  all  JAVS  reports  destined  for  the  line  printer.  The 
number  of  records  on  LOUT  depends  on  the  number  and  types  of  reports  produced. 
The  example  reports  in  the  JAVS  Reference  Manual  are  useful  in  estimating 
the  size  of  LOUT.  LOUT  is  always  needed  in  any  processing  step. 

LPUNCH  contains  instrumented  (or  non-instrumented)  source  (in  card  image 
form)  destined  for  the  JOVIAL  compiler.  The  card  image  source  can  be  written 
at  any  time  as  long  as  it  was  saved  on  the  database  library.  Usually,  LPUNCH 
is  written  during  the  instrumentation  activity. 

AUDIT  contains  the  Test  Execution  probe  data.  It  is  possible  to  record 
three  types  of  records  on  AUDIT.  The  types  of  records  actually  recorded  can 
be  controlled  during  INSTRUMENT  processing  by  the  MODE  option  and  during 
Test  Execution  by  an  argument  value  to  PROBI.  Clearly,  for  a fully  instru- 
mented program  with  complete  tracing  and  a large  number  of  DD-path  executions, 
the  number  of  records  on  AUDIT  can  become  very  large  (to  say  nothing  about 
the  added  processing  time).  AUDIT  is  used  in  Test  Execution  and  ANALYZER. 

In  general  there  is  no  way  to  estimate  the  size  of  the  AUDIT  file,  since  it 
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depends  on  the  execution  behavior  of  the  program  being  analyzed. 


r 


READER  contains  the  JOVIAL  source  (in  card  image  form)  to  be  analyzed 
by  JAVS.  READER  is  used  by  the  Syntax  Analyzer  (BASIC). 

COMMAC  is  an  intermediate  command  file  used  by  the  macro  command  pro- 
cessor. COMMAC  is  required  in  all  processing  steps  whenever  the  JAVS  overlay 
version  is  used. 
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APPENDIX  D 

SAIIPLE  JOB  STREAMS  FOR  RADC 


« 


D.l  PERFORM  SYNTAX  AND  STRUCTURAL  ANALYSES 


$ 

I DENT 

<userid>,<user  name>,<acc't.  no.> 

$ 

USERID 

<u  seri  d>S<Das  sword  > 

$ 

SELECT 

BFCBGRCl/STEPl-6 

$ 

PRMFL 

02,  R/W,R, <userid>/<! ibrary  file  name> 

$ 

PRMFL 

09,  R,S,<userid>/<source  file  name> 

BUILD 

LIBRARY. 

$ 

ENDJOB 

Notes: 

(1)  SELECT  stream  STEPl-6  is  required  by  the  syntax  analyzer. 
All  other  JAVS  activities  can  use  the  smaller  STEP2-6. 

(2)  The  LIMITS  control  card  imbedded  in  the  SELECT  stream 
specifies  .99  CP  hour  and  40,000  lines  of  output.  The 
user  can  modify  these  limits  by  placing  the  following 
control  card  before  the  JAVS  command: 

$ LIMITS  <time>,82K,-5K,<l ines> 

(3)  To  process  JOVIAL  comments  (they  cannot  be  imbedded  within 
a JOVIAL  statement),  replace  BUILD  LIBRARY  with: 

CREATE  LIBRARY  = <library  name>. 

START. 

BASIC. 

FOR  LIBRARY. 

STRUCTURAL. 

END  FOR. 

(4)  To  obtain  the  JAVS  enhanced  listing  for  each  module  during 
this  activity,  follow  BUILD  LIBRARY  with: 

FOR  LIBRARY. 

PRINT,MODULE. 

END  FOR. 

(5)  To  obtain  JAVS  documentation  reports  within  the  same 
activity,  follow  BUILD  LIBRARY  with: 

DOCUMENT. 


it 

The  default  library  name  is  TEST.  The  user  may  provide  any  library  name 
(up  to  eight  characters)  but  in  doing  so  must  provide  the  library  identifica- 
tion and  start  commands  in  subsequent  JAVS  processing  jobs  to  reflect  the 
non-default  library  name.  See  page  B-2  for  more  information. 


( ) 
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D.2  OBTAIN  JAVS  DOCUMENTATION  REPORTS 


$ IDENT 

$ USERID 

$ SELECT 

$ PRMFL 

DOCUMENT. 

$ ENDJOB 


<userid>,<user  name>,<acc‘t.  no.> 
<userid>$<password> 

BFCBGRC1/STEP2-6 

01,  R,R,<userid>/<l ibrary  file  name> 


The  LIMITS  control  card  imbedded  in  the  SELECT  stream 
specifies  .60  CP  hour  and  20,000  lines  of  output.  The 
user  can  modify  these  limits  by  placing  the  following 
control  card  before  the  JAVS  command: 


LIMITS 


<time>,55K,-5K,<l  ines> 


To  obtain  the  JAVS  control  flow  picture  for  each  module, 
in  addition  to  the  other  documentation  reports,  follow 
the  DOCUMENT  command  with: 

FOR  LIBRARY. 

ASSIST, PICTURE. 

END  FOR. 

or  precede  the  DOCUMENT  command  with: 

OLD  LIBRARY  = TEST.* 

START. 

FOR  LIBRARY. 

ASSIST, PICTURE. 

END  FOR. 


The  default  library  name  is  TEST.  The  user  may  provide  any  library  name 
(up  to  eight  characters)  but  in  doing  so  must  provide  the  library  identifi- 
cation and  start  commands  in  subsequent  JAVS  processing  jobs  to  reflect  the 
non-default  library  name.  See  page  B-2  for  more  information. 
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D.3  INSTRUMENT  A START -TERM  SEQUENCE  (JAVSTEXT)* 


$ IDENT  <userid>,<user  name>,<acc't.  no.> 

$ USERID  <userid>$<password> 

$ SELECT  BFCBGRC1/STEP2-6 

$ PRMFL  01,  R,R,<userid>/<l ibrary  file  name> 

$ PRMFL  07,  W,S,<userid>/<instrumented  source  file  name> 

OLD  LIBRARY  = TEST.** 

START. 


PROBI ,STARTTEST  = <options>. 
PR0BI,ST0PTEST  = <options>. 
PROBE, JAVSTEXT  = <text  name>. 
$ ENDJOB 


Notes: 

(1)  See  D. 2 note  (1) . 

(2)  Library  identification  and  start  commands  are  required 
for  PROBI  commands. 

(3)  To  manually  insert  the  PROBI  test  case  boundary  calls, 
remove  the  first  four  commands. 

(4)  To  obtain  a listing  of  the  instrumented  modules,  follow 
the  PROBE  command  with: 

PRINT, JAVSTEXT  = <text  name> , INSTRUMENTED  = ALL. 


This  job  stream  does  not  save  the  probed  code  on  the  database  library. 

** 

The  default  library  name  is  TEST.  The  user  may  provide  any  library  name 
(up  to  eight  characters)  but  in  doing  so  must  provide  the  library  identifica- 
tion and  start  commands  in  subsequent  JAVS  processing  jobs  to  reflect  the 
non-default  library  name.  See  page  B-2  for  more  information. 
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D.4  INSTRUMENT  A START-TERM  SEQUENCE  (JAVSTEXT)* 


$ IDENT 

$ USERID 

$ PROGRAM 

$ PRMFL 

$ PRMFL 

$ PRMFL 

$ FILE 

$ FILE 

$ FILE 

$ LIMITS 

ALTER  LIBRARY 
START. 


<userid>,<user  name>,<acc't.  no-> 
<userid>$<password> 

RLHS 

H*,R,R,BFCBGRCl/MJAVS2-6 

02,  R/W,R,<userid>/<! ibrary  file  name> 

07,  W,S,<userid>/<instrumented  source  file  name> 
10,C1R,1L" 

03,  X3R,<1 ibrary  file  size> 

04, X4R,2L 

<time>,55K,-5K,<l ines> 

= TEST.** 


PROBI ,STARTTEST  = <options>. 
PROBI ,ST0PTEST  = <options>. 
PROBE, JAVSTEXT  = <text  name>. 
$ ENDJOB 


See  D.3  notes. 


•k 

This  job  stream  saves  the  probed  code  on  the  database  library  which 
can  substantially  increase  the  library's  file  size. 


The  default  library  name  is  TEST.  The  user  may  provide  any  libra-y  name 
(up  to  eight  characters)  but  in  doing  so  must  provide  the  library  identifi- 
cation and  start  commands  in  subsequent  JAVS  processing  jobs  to  reflect  the 
non-default  library  name.  See  page  B-2  for  more  information. 
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D.5  COMPILE  INSTRUMENTED  SOURCE  TEXT 


IDENT 

USERID 

LOWLOAD 

OPTION 

JOVIAL 

FILE 

SELECT 

LIMITS 

SELECT 

JOVIAL 

ETC 

FILE 

SELECT 

LIMITS 

PRMFL 

PRMFL 


user  COMPOOL  perm  files 


$ ENDJOB 


Notes; 

(1)  Currently  the  backup  JOCIT  compiler  (COMPILEB)  is  being  used. 

(2)  The  CP  time  in  the  second  LIMITS  control  card  should  be 
approximately  1.5  times  the  CP  time  required  to  compile  the 
uninstrumented  text. 


(3)  The  core  size  in  the  second  LIMITS  control  card  should  be 
approximately  1.25  times  the  size  required  to  compile  the 
uninstrumented  text. 


(4)  The  instrumented  source  code  may  contain  a $ in  column  one  (1). 
In  this  event,  replace  the  PRMFL  S*  control  card  with: 

$ DATA  S*,,COPY,ENDFC 

$ SELECTD  <userid>/<instrumented  source  file> 

$ ENDCOPY  S* 


<userid>,<user  name>,<acc't.  no.> 
<userid>$<password> 

FORTRAN 

NOPT ,NDECK,NAME/PRPOOL/ .POOLOU/JP/ 

IP  21 

BFCBCSOl/COMPILEB 

1,49K 

BFCBGRC2/PRP00L 

P00LIN/JP{,user  C0MP00LS}/,N0PT, 
NAME/<name>/ 

JP,X1R,2L 
BFCBCSOl/COMPILEB 
<time>,<size>, ,<1 ines> 
S*,R,S,<userid>/<instrumented  source  file> 
C*,W,S,<userid>/<instrumented  object  file> 


D.6  TEST  EXECUTION  AND  POST-TEST  ANALYSIS 


$ 

IDENT 

<userid> ,<user  name^ ,<acC ' t.  no.> 

$ 

USERID 

<userid>$<password> 

$ 

LOWLOAD 

$ 

OPTION 

FORTRAN 

$ 

SELECT 

BFCBGRCl /JPROBESX 

$ 

SELECT 

<userid>/<instrumented  object  file> 

$ 

SELECT 

BFCBCS01/EXECUTEB 

$ 

LIMITS 

<time^,<si2e>, ,<I  ines> 

$ 

PRMFL 

08,  W,S,<userid>/<AUDIT  file> 

• 

user  files 

and  data 

$ 

SELECT 

BFCBGRCl /STEP2-6 

$ 

LIMITS 

<time>,  55K,-5K,<1 ines> 

$ 

PRMFL 

01,  R,R,<userid>/<! ibrary  file> 

$ 

PRMFL 

08,  R,S,<userid>/<AUDIT  file> 

OLD 

LIBRARY  = TEST. 

START. 

ANALYZER.MODLST. 

ANALYZER.DDPATHS. 

TEST. 

S ENDJOB 


Notes: 

(1)  To  obtain  a printed  listing  of  the  input  data,  if  the  data 
were  on  a perm  file,  insert  the  following  control  cards 
before  selecting  STEP2-6: 

$ CONVER 

$ INPUT  NMEDIA 

$ PRMFL  IN,R,S,<userid>/<data  file> 

$ PRINT  OT 


(2)  The  EXECUTES  select  stream  supplies  JOVIAL  system  routines 
used  by  the  backup  JOCIT  compiler.  This  can  be  changed 

to  EXECUTE  if  all  software  modules  were  compiled  using 
a newer  version  of  JOCIT. 

(3)  Additional  instrumented  files  can  be  loaded. 

(4)  In  an  overlay  environment,  JPROBESX  must  be  loaded  in 
the  main  link. 

(5)  The  AUDIT  file  can  be  a scratch  disk  file  or  magnetic 
tape,  instead  of  a perm  file. 


The  default  library  name  is  TEST.  The  user  may  provide  any  library  name 
(up  to  eight  characters)  but  in  doing  so  must  provide  the  library  identifi- 
cation and  start  commands  in  subsequent  JAVS  processing  jobs  to  reflect  the 
non-default  library  name.  See  page  B-2  for  more  information.  I 
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D.7  RETESTING  ASSISTANCE  (REACHING  SETS) 

I 

f $ IDENT  <userid>,<user  name>,<acc't,  no.> 

. $ USERID  <usen'd>$<password> 

- $ SELECT  BFCBGRC1/STEP2-6 

■ $ PRMFL  01,  R,R,<userid>/<library  file  name> 

; ■ OLD  LIBRARY  = TEST. 

START. 

ASSIST, REACHING  SET, <target>, {options} . 


$ ENDJOB 


\ 

I 

I 


The  default  library  name  is  TEST.  The  user  may  provide  any  library  name 
(up  to  eight  characters)  but  in  doing  so  must  provide  the  library  identifi- 
cation and  start  commands  in  subsequent  JAVS  processing  jobs  to  reflect  the 
non-default  library  name.  See  page  B-2  for  more  information. 
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D.8  SELECT  STREAMS 


1 


In  the  event  that  the  user  wishes  to  modify  the  control  cards  nested  in 
the  three  JAVS  SELECT  control  cards,  the  expansions  are  as  follows: 


$ 

SELECT  BFCBGRC1/STEP1-6 

contains 

$ 

PROGRAM 

RLHS 

$ 

PRMFL 

H*,R,R,BFCBGRCl/MJAVSl-6 

$ 

LIMITS 

99,  82K,  -5K,  40000 

$ 

FILE 

03,  X3R,  lOR 

$ 

FILE 

10,  CIR,  IL 

$ 

FILE 

04,  X4R,  2L 

$ 

SELECT 

BFCBGRC1/STEP2-6 

contains 

$ 

PROGRAM 

RLHS 

$ 

PRMFL 

H*,R,R,BFCBGRCl/MJAVS2-6 

$ 

FILE 

10,  CIR,  IL 

$ 

FILE 

02,  X2R,  20R 

$ 

LIMITS 

60,  55K,  -5K,  20000 

$ 

FILE 

03,  X3R,  lOR 

s 

FILE 

04,  X4R,  2L 

$ 

SELECT 

BFCBGRCl/JPROBESX 

contains 

s 

SELECT 

BFCBGRC2/BPRCMPL 

$ 

SELECT 

BFCBGRC2/BPR0BE 

$ 

SELECT 

BFCBGRC2/BPR0BI-X 

$ 

SELECT 

BFCBGRC2/BPR0BM-X 

$ 

SELECT 

BFCBGRC2/BPR0BD-X 
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TABLE  E.l 

FILE  SIZE  ESTIMATION 


• 1 Jl  . * 

File  IF File Estimation 


01,  02 

Library 

15-20  llinks/module 

(LIBOLD, 

300  llinks/1000  source  statements 

LIBNEW) 

4-5  times  source  file  size  (llinks) 

03 

LIBWSP 

10  llinks 

04 

COMAUX 

2 llinks 

07 

LPUNCH 

(instrumented 

source) 

8 llinks/module 

100  llinks/1000  source  statements 
2 times  uninstrumented  source  file  size  (llinks) 

Instrumented 
object  file 

.3  times  LPUNCH  (llinks) 

2 times  uninstrumented  object  file  size 

08 

AUDIT 

Minimum  size  (no  execution  tracing)  is: 
(number  of  probed  DD-paths  x number  of 
test  cases  x .2  llinks) 

Maximum  size  is  dependent  upon  execution 
behavior  and  level  of  tracing 

09 

READER 

.04  llinks/source  card 

10 

COMMAC 

1 llink 

•k 

These  estimations  are  derived  from  testing  the  SAC  Force  Management  Information 
System, 
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TABLE  E.2 

CP  Time  Estimation 


Task/Command 
BUILD  LIBRARY 
DOCUMENT 
PROBE 


CP  Hour/Module 
.006 
.006 
.005 


CP  Hour/ 

1000  Statements 

.1 

.1 

.07 


Compile  instrumented  code  .001  .02 

Test  Execution  1.5  times  execution  time  for  uninstrumented 

program 

* 

TEST  3-6  times  Test  Execution  time 

.01  CP  hour /module 


Very  rough  estimates,  since  TEST  CP  time  depends 
heavily  on  the  size  of  the  AUDIT  file. 
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TABLE  F.l 

JAVS  INSTALLATION  AT  RADC 


DATE 

VERSION 

COMPUTER 

OPERATING  SYSTEM 
COMPILER 

NON-STANDARD  FEATURES 
CONFIGURATION 


October  1976 

2.0  non-overlay,  2.0  overlay 
HIS  6180 

GCOS  version  G update  3 
JOCIT  JOVIAL/J3  version  042275 
JOVIAL  MONITOR,  FORTRAN  random  I/O 
batch,  unlinked;  batch,  linked 


PROCESSING  CORE  REQUIREMENTS: 


Program  File 

Type 

Load  Size 

Process 

MJAVSl-6 

H* 

81K 

Complete  JAVS  overlay 

MJAVS2-6 

H* 

54K 

JAVS  overlay  w/o  BASIC 

EXECS 1 

H* 

84K 

BASIC 

EXECS2 

H* 

84K 

STRUCTURAL 

EXECS3 

H* 

57K 

INSTRUMENT 

EXECS4 

H* 

54K 

ASSIST 

EXECS 5 

H* 

53K 

DEPENDENCE 

EXECS 6 

H* 

54K 

ANALYZER 

JPROBESX 

select 

4K 

Test  Execution 

FILES : 
Number 

Name 

Allocation 

Usage 

Description  (1) 

1 

LIBOLD 

save 

R/W 

300  W/records,  R,  U,  F 

2 

LIBNEW 

save 

R/W 

300  W/record , R,  U,  F 

3 

LIBWSP 

scratch 

R/W 

300  W/record , R,  U,  F 

4 

COMAUX 

scratch 

R/W 

BCD,  card  image 

(2)  5 

COMMAN 

card  reader 

R 

system  input,  BCD 

(3)  5 

COMMAC 

card  reader 

R 

system  input,  BCD 

6 

LOUT 

printer 

W 

system  output 

7 

LPUNCH 

compile 

W 

BCD,  card  image 

8 

AUDIT 

save 

R/W 

Binary,  8 W/record 

9 

READER 

source 

R 

BCD,  card  image 

(3)10 

COMMAN 

scratch 

R/W 

BCD,  card  image 

Notes : 

(1)  w 

* words,  R 

= random,  U * 

unpartioned,  F “ fixed  length 

(2)  JAVS  2.0  non-overlay  version 

(3)  JAVS  2.0  overlay  version 


1 

1 


1 

] 

i 

i 

( 


I 
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TABLE  F.2 


JAVS 

INSTALLATION  AT 

SAC  HEADQUARTERS 

DATE 

January  1977 

VERSION 

2.0  overlay 

COMPUTER 

HIS  6180 

OPERATING  SYSTEM 

WWMCCS 

COMPILER 

JOCIT  JOVIAL/J3 

version  042275 

NON-STANDARD  FEATURES 

JOVIAL  MONITOR, 

FORTRAN  random  I/O 

CONFIGURATION 

batch,  linked 

PROCESSING  CORE 

REQUIREMENTS: 

Program  File 

Type 

Load  Size 

Process 

MJAVSl-6 

H* 

81K 

Complete  JAVS  overlay 

MJAVS2-6 

H* 

54K 

JAVS  overlay  w/o  BASIC 

JPROBESX 

select 

4K 

Test  Execution 

FILES : 


Number 

Name 

Allocation 

Usa^e 

Description  (1) 

1 

LIBOLD 

save 

R/W 

300  W/records,  R,  U,  F 

2 

LIBNEW 

save 

R/W 

300  W/record,  R,  U,  F 

3 

LIBWSP 

scratch 

R/W 

300  W/record,  R,  U,  F 

4 

COMAUX 

scratch 

R/W 

BCD,  card  image 

5 

COMMAC 

card  reader 

R 

system  input,  BCD 

6 

LOUT 

printer 

W 

system  output 

7 

LPUNCH 

compile 

W 

BCD,  card  image 

8 

AUDIT 

save 

R/W 

Binary,  8 W/record 

9 

READER 

source 

R 

BCD,  card  image 

10 

COMMAN 

scratch 

R/W 

BCD,  card  image 

1.  Prepare  source  code: 

a.  Insert  JAVSTEXT  directive  as  the  first  statement  of  each  START-TERM 
sequence. 

If  the  START-TERM  is  a program,  CLOSE,  or  PROC  use: 

".JAVSTEXT  <name>  COMPUTE  (<COMPOOL  name>)" 

The  parenthetical  name  informs  JAVS  that  one  or  more  COMPOOLs  are 
referenced,  although  the  COMPOOL  name  is  not  checked  for  validity. 

If  the  START-TERM  is  a COMPOOL  use: 

".JAVSTEXT  <name>  PRESET" 

See  page  3-5  in  the  User's  Guide  and  page  1-7  in  the  Reference  Manual 
for  examples. 

Only  one  COMPOOL  can  be  put  on  the  JAVS  data  base  Library  for  each 
execution  of  the  BASIC  processing  step  (syntax  analysis).  COMPOOLs 
must  not  be  processed  by  the  structural  analyzer  (STRUCTURAL  command 
keyword),  thus  the  BUILD  LIBRARY  macro  command  cannot  be  used  when 
processing  COMPOOLS  and  executable  source  code  together. 

b.  If  any  START-TERM  sequence  is  an  external  CLOSE  (i.e.,  the  ^irst 
module  following  the  START  is  a CLOSE),  remove  the  CLOSE  <name> 
statement  before  inputting  the  source  code  to  JAVS.  Insert  the 
CLOSE  statement  in  the  instrumented  source  code  before  compilation. 

c.  If  JAVS  computation  directives  (ASSERT,  EXPECT,  TRACE,  OFFTRACE)  are 
to  be  used,  insert  them  into  the  source  code  following  normal  JOCIT 
programming  rules  for  placement  and  expression  syntax.  See  Sec.  1.5 
in  the  Reference  Manual  for  description  of  these  directives. 

2.  Create  files 

a.  Complete  JAVS  processing  of  the  source  code  will  require  creation  of 
the  following  files: 


File  code 

Name 

Type 

Contents 

01,02 

LIBNEW 
LI BOLD 

Random 

JAVS  data  base  library 

07 

LPUNCH 

Sequential 

Instrumented  source 

08 

AUDIT 

Sequential 

Execution  Trace 

See  page  E-2  of  the  User's  Guide  for  size  estimations  of  these  files. 

b.  Additional  files  which  the  user  may  wish  to  use  are  the  sequential 
C*  file  containing  the  Instrumented  object  code  (see  page  D-6, 

User's  Guide)  and  a random  access  H*  file  containing  the  user's 
program  with  instrumented  code. 
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Perform  syntax  and  structural  analyses 

a.  Execute  the  job  stream  on  page  D-2,  User's  Guide  (or  one  which 
employs  BASIC  and  STRUCTURAL  keywords;  see  Sec.  5 of  the  Reference 
Manual  under  these  keyword  headings). 

b.  Check  JAVS  output  for  any  errors.  The  complete  list  of  errors  is  in 
Appendix  B of  the  Reference  Manual. 

c.  If  necessary,  modify  source  and  reprocess  this  step. 

Obtain  JAVS  documentation  reports 

• Execute  the  job  stream  on  page  D-3,  User's  Guide  or 

• Use  any  of  the  PRINT,  ASSIST  and  DEPENDENCE  commands  to  produce  the 
desired  documentation  reports.  See  Sec.  5 of  the  Reference  Manual 
under  the  appropriate  keyword  headings  for  sample  commands  and 
output . 

Instrument  the  source  code 

a.  For  each  START-TERM  (JAVSTEXT)  execute  the  job  stream  on  page  D-4, 
User's  Guide. 

b.  The  PROBI  commands  direct  JAVS  to  insert  calls  to  the  PROBI  data 
collection  routine  to  initiate  and  terminate  test  cases  at  specified 
statements  in  the  source  code  (statement  numbers  appear  in  the  JAVS 
module  listings).  See  Sects.  5.3  and  6,  User's  Guide  and  page  2-15, 
Reference  Manual  for  PROBI  description.  The  test  case  initiation 
and  termination  PROBI  calls  can  be  inserted  manually  (e.g.,  under 
the  GCOS  EDIT  system)  in  the  instrumented  or  uninstrumented  source 
code,  or  they  can  be  inserted  at  the  direction  of  the  PROBI  command. 

See  page  2-17,  Reference  Manual  for  a sample  listing  of  probed  code. 

Compile  the  instrumented  source  text 

a.  Use  the  job  stream  on  page  D-6,  User's  Guide,  supplying  any  COMPOOLs 
(in  addition  to  the  JAVS  PRPOOL)  required  for  compilation. 

b.  JAVS  instrumentation  modifies  certain  control  statements  (e.g.,  an 
IF  becomes  an  IFEITH) . This  can  cause  a statement  to  be  continued 

on  the  next  line.  If  the  continuation  line  contains  a $ in  column  1, 
GCOS  and  WWMCCS  will  treat  it  as  a control  card.  If  this  occurs,  use 
the  control  cards  given  in  note  (4),  page  D-6. 

Load,  execute  and  analyze  program  coverage 

a.  Use  the  job  stream  on  page  D-7,  User's  Guide  as  a basis  for  determining 
the  control  cards  needed  for  executing  and  analyzing  the  program. 
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b.  The  job  control  cards  required  for  loading  and  executing 

the  program  differ  from  the  user's  normal  sequence  as  follows: 

(1)  The  JAVS  data  collection  routines  must  be  loaded 
(JPROBESX) . If  the  user's  program  is  in  overlay  form, 
load  JPROBESX  in  the  main  link. 

(2)  Load  the  instrumented  object  code  instead  of  the  original 
object  code  (in  the  appropriate  link,  if  overlaid). 

(3)  Supply  the  AUDIT  file  (file  code  08)  for  the  execution 
trace  results. 

c.  The  JAVS  post-test  analysis  (following  user  files  and  data)  control 
cards  include  the  AUDIT  file  (written  during  execution)  and  the  JAVS 
data  base  library  (LIBOLD  on  file  code  01). 

Figure  G.l  shows  the  typical  flow  of  operations  in  using  JAVS.  JAVS 
commands  and  the  data  base  library  are  used  in  all  activities  except  the 
compilation.  The  files  used  in  the  figure  are  the  library  (02,01),  LPUNCH 
(07),  object  (C*),  and  AUDIT  (08). 


Figure  G.l.  Flowchart  of  JAVS  Utilization 
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BASE  UNITS. 


Ouantitv 

Unit 

SI  Symbol 

Formula 

length 

metre 

m 

mats 

kilogram 

bg 

time 

second 

s 

alectric  ctimnl 

ampere 

A 

themiodynamic  temperature 

kelvin 

K 

amount  of  aubttance 

mole 

mol 

iuminout  intensity 

candela 

cd 

SUPPLEMEhfTARY  UNITS: 

plane  angle 

radian 

rad 

aolid  angle 

tteradian 

ar 

DERIVED  UNITS: 

Acceleration 

metre  per  second  squared 

la's 

activity  (of  a radioactive  source) 

disintegration  per  second 

(disinteg  ration)/! 

angular  acceleration 

radian  per  second  squared 

rad's 

angular  velocity 

radian  per  second 

rads 

area 

square  metre 

m 

density 

kilogram  per  cubic  metre 

kg'm 

electric  capacitance 

farad 

F 

A•^^' 

electrical  conductance 

siemens 

S 

AV 

electric  field  itrength 

volt  per  metre 

V/m 

electric  inductance 

henry- 

H 

V-sA 

electric  potential  difference 

volt 

V 

W'A 

electric  resistance 

ohm 

V/A 

electromotive  force 

volt 

V 

W A 

energy 

joule 

1 

Nm 

entropy 

joule  per  kelvin 

J/K 

force 

newlon 

N 

kg-ra's 

frequency 

hertz 

Hz 

(cycle  )/s 

illuminance 

lux 

lx 

Inv'm 

luminance 

candela  per  square  metre 

cdm 

luminous  flux 

lumen 

Im 

cd-sr 

magnetic  field  strength 

ampere  per  metre 

Ami 

magnetic  flux 

weber 

Wb 

Vs 

magnetic  flux  density 

tesla 

T 

Wb/m 

magnetomotive  force 

ampere 

A 

i'* 

power 

watt 

VI 

pressure 

pascal 

Pa 

N'm 

quantity  of  electricity 

coulomb 

C 

A-s 

quantity  of  heat 

)Oule 

1 

N-m 

radiant  intensity 

watt  per  steradian 

W.'sr 

specific  heat 

joule  per  kilogram-kelvin 

I'kg-K 

stress 

pascal 

Pa 

Nm 

thermal  conductivity 

watt  per  metre-kelvin 

Wim-K 

velocity 

metre  per  second 

fas 

viscosity,  dynamic 

pascal-second 

Pa-s 

viscosity,  kinematic 

square  metre  per  second 

ms 

voltage 

volt 

V 

WA 

volume 

cubic  metre 

m 

wavenumber 

reciprocal  metre 

(wave).'m 

work 

joule 

i 

N-m 

SI  PREFIXES: 


Multiplication  Factors 

Prefix 

SI  Symbol 

1 000  000  000  000  * 10'> 

lers 

T 

1 000  UOOOOO  = 10* 

B'8* 

C 

1 000  000  < 10* 

megs 

M 

1 000  - 10' 

kilo 

k 

100  • 10> 

hecto* 

h 

10  « 10’ 

deks* 

da 

0 1 •=  10-' 

deci* 

d 

0 01  - 10-» 

cantt* 

r. 

0 001  - 10-' 

mini 

m 

0 000  001  - 10-* 

mitm 

M 

0 000  000  001  - 10-* 

nano 

n 

0 000  000  000  001  - 10- ” 

piro 

P 

0 000  000  000  (KKJ  001  •=  lO"*' 

lemtn 

f 

0.000  000  000  000  000  001  > 10-'* 

atiu 

a 

* To  bt  avoidod  wh«r»  poHible 
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